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COMPANY INTRODUCTION

Customer Service is a top priority for Lumenstar.  Our experienced sales team will help 
you get the product you need in a timely manner.  Feel free to let us know if you have any 
questions or require additional information.

In early 2007, Lumenstar LED Lighting Inc. was founded as an LED lighting wholesale distributor.

Lumenstar offers a mature, established supply chain including manufacturing facilities overseas, 
which has enabled our company to maintain complete control of design, production and distribution 
throughout North America.

Lumenstar LED Lighting focuses on evolving its core product line of Outdoor lighting, Linear lighting, 
Cabinet & Display lighting, Power Supplies and Controls. Offering a wide selection of high and low 
voltage LED lights, Lumentar continually strives to offer well designed LED products certified to UL/ETL 
& CSA Standards

Showroom Address : #108-1500 Hartley Avenue, Coquitlam, B.C. V3K 7A1 

Local : 604.484.9394 

Toll Free : 1.866.852.7857

Inquiries : sales@lumenstarled.com

Orders : orders@lumenstarled.com

•  Deck & Step lighting
•  Outdoor & Landscape lighting
•  Architectural lighting

•  Cabinet & Display lighting
•  Linear lighting
•  Decorative lighting

lumenstarled.com

© 2021 All rights reserved Lumenstar LED Lighting Inc

Lumenstar’s Product line includes:

OEM/ODM & Specialty requests welcome. 
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Lumenstar LED Lighting Inc. offers OEM, ODM and private label manufacturing with our wide product 
selection or by designing your own custom LED product. With over 15 years of experience, customization is our 
specialty as we take pride in providing competitive solutions for our customers.
As your OEM partner, Lumenstar offers complete services of full color packaging, custom systems, prototype 
design and manufacturing.

WHAT WE CAN OFFER:

OEM AND ODM MANUFACTURING

Custom wire harness and plug and play systems available - MOQ required.

Available Color Temperatures:
•  Warm white 1800K +
•  Cool white 6500K 
•  Red, Green, Blue - RGB/W

Custom colors available upon request - MOQ required.

PACKAGING

CUSTOM SYSTEMS

MANUFACTURING FACILITIES

Including custom branded packaging, clamshell 
packaging, or white/colored box.

Manufactured to your custom specifications, 
including wire harnesses, power supplies, 
dimmers or sensors. 

Plastics & Tooling Manufacturing Plant:
- In house plastic molds and prototypes
- In house CAD designer
- OEM/ODM Products built to spec

Injection Department:
- Injection machines, color mixer, crusher

Mold Department:
- CNC lathe, drilling machine, milling 
  machine, wire cutting machine

RD13 Design

WE PROVIDE:

Please contact Lumenstar to discuss your OEM and Private Label LED requirements. 

Packaging

Custom modules
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Over the last 15 years, Lumenstar LED Lighting Inc. has launched a wide variety of innovative, energy-efficient 
LED lighting products using the latest technology. Products below features our new upcoming environmentally 
friendly LED products launching in the next year. 

UPCOMING PRODUCTS

BRICK LIGHT SERIES OF IN CONCRETE LIGHTS

120V AC, 5W 

NEW LED Brick Light available in 3000K Warm White 
in die-cast zinc magnesium.

Three styles and three finishes. Includes LED light 
engine, gasket and trim.

NEW stainless steel concrete pour 1W, 3W and 5W 
LED lights.

Coming in early 2021.

POP DISPLAY LED LIGHTS STAIR LIGHTING CONTROL SYSTEM

NEW Retail Shelf Display POP LED Light System. 
Easy to use - Plug and play system.

Controller

Automatically turn step lights on smoothly one step 
at a time.

NEW BACK LIGHT PANELS

Backlighting for Onyx and other stone, custom 
made to order - Display and Signage applications.

Available in early 2021.
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Lumenstar stocks a wide variety of flexible LED strip lighting for indoor and 
outdoor applications. Please refer to price list for stocked lengths, wattages & 
color temperatures.

LED FLEXIBLE STRIP PURCHASING CODES

CODE BREAKDOWN:

Product Chip & Length Voltage LEDs/M Color Temp*

LS - - - - -

FLI : Indoor 1 : 3528 A : 4M (13’) 12 : 12 volt 30 : 30 LEDs 22K : 2200K

FLM : Moisture Proof 2 : 2835 B : 5M (16.4’) 24 : 24 volt 60 : 60 LEDs 27K : 2700K

FLO : Outdoor 3 : 5050 C : 10M (32.8’) 120 : 120 LEDs 3K : 3000K

FLU : Underwater 4 : 2016 D : 25M (82’) 224 : 224 LEDs 35K : 3500K

5 : RGB E : Custom 350 : 350 LEDs 4K : 4000K

6 : 2110 F : 15M (50’) 5K : 5000K

DTW : 3K-18K

CCT : 26K-65K

RGB

RGBW

R : Red

G : Green

B : Blue

*Color temperature on individual specs = xx
Customization available.

Aluminum Channels available for Flexible 
Strip Light installation

Available on pages 24-27.
LL8 LL12 LL15

C USUL
® CRI

HIGH

DIMMABLE

LUMENSTAR LED STRIP LIGHTING OFFERS:
•  Tight color binning for color quality consistency
•  Manufactures our strip with 7 layer PCB for longevity and assurance
•  Super High CRI LEDs (our color rendering index is tough to beat)
•  Customization available
•  Tested to the Highest International Standards with Strict Quality Control
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CRI
HIGH

Cove | Display | Mood | Under Cabinet

1/16” (1.5mm)
2” (50mm) 

5/16” (8mm)

––

++

–

–

+
+

––

++

––

++

DIMMABLE
C USUL

®

INDOOR 3528 FLEXIBLE LED STRIP LIGHT

DIMENSIONS

Product Chip & Length Voltage LEDs/M Color Temp

12V : LS - FLI - - 12 - 60 -

FLI : Indoor 1 : 3528 B : 5M (16.4’) 12 : 12 volt 60 : 60 LEDs 27K : 2700K R : Red

D : 25M (82’) 3K : 3000K G : Green

4K : 4000K B : Blue

5K : 5000K

ORDERING GUIDE

FEATURES

•  Highest quality 3528 SMD LEDs
•  Maximum Length: 25M (82’)
•  12V DC & 24V DC input options
•  Includes double-sided  tape on the back
•  5-year warranty

APPLICATIONS

120° Beam

Solderless connectors are designed to provide a simple and quick connection for projects. Suitable for indoor applications. Width: 1/2” (13mm)
SOLDERLESS CONNECTORS

Seamless Connector  
Adds length
LS-SC1-3528

Connector on One 
End 

Cut strip to power
LS-SC2-3528

Connector on Both 
Ends 

For corners
LS-SC3-3528

L-Connector 
For corners
LS-SC4-3528

Block Connector 
For strip to strip and  

strip to power
LS-SC7-3528

––

++

––

++

––

++

––

++

24V : LS - FLI - 1D - 24 - 60 - 3K

FLI : Indoor 1 : 3528 D : 25M (82’) 24 : 24 volt 60 : 60 LEDs 3K : 3000K

Voltage 12V DC 24V DC*

Wattage 4.8W/M (1.5W/ft)

Roll Length 5M (16.4’) / 25M (82’) 25M (82’)

Cut Distance 3 LEDs - 50mm (2”) 6 LEDs - 100mm (4”)

Color Temp

Warm White 2700K /
Warm White 3000K /

White 4000K / 
White 5000K / 

Red / Green / Blue

Warm White 3000K

# of LEDs 60 LEDs/M (3.28’)

CRI >90

Lumens 475/M (145/ft)

*24V only stocked in 25M lengths in 3K

5/16 “ (8 mm)

3/8 “ (10 mm)7/16 “ (11 mm)

YEAR

WARRANTY

5
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DIMENSIONS

1/16” (1.5mm) 

1” (25mm) 

5/16” (8mm) 

Voltage 12V DC

Wattage 9.6W/M (2.9W/ft)

Roll Length 5M (16.4’) / 25M (82’)

Cut Distance 3 LEDs - 25mm (1”)

Color Temp Warm White 3000K / White 5000K /  
CCT: 2600K to 6500K

# of LEDs 120 LEDs/M (3.28’)

CRI >90

Lumens 950/M (290/ft)

•  Highest quality 3528 SMD LEDs
•  Maximum Length: 25M (82’)
•  12V DC input
•  Includes double-sided  tape on the back
•  5-year warranty

DOUBLE 3528 FLEXIBLE LED STRIP LIGHT

ORDERING GUIDE

Accent | Display | Cove | Cabinet

FEATURES

APPLICATIONS

Product Chip & Length Voltage LEDs/M Color Temp

LS - FLI - - 12 - 120 -

FLI : Indoor 1 : 3528 B : 5M (16.4’)* 12 : 12 volt 120 : 120 LEDs 3K : 3000K

D : 25M (82’) 5K : 5000K

CCT : 2600K to 6500K*

*CCT only stocked in 5M lengths

Solderless connectors are designed to provide a simple and quick connection for projects. Suitable for indoor applications. Width: 1/2” (13mm)
SOLDERLESS CONNECTORS

––

++

–

–

+
+

––

++

––

++

Seamless Connector  
Adds length

LS-SC1-3528-120

Connector on One End 
Cut strip to power
LS-SC2-3528-120

Connector on Both 
Ends 

For corners
LS-SC3-3528-120

L-Connector 
For corners

LS-SC4-3528-120

Block Connector 
For strip to strip and  

strip to power
LS-SC7-3528

––

++

––

++

––

++

––

++

5/16 “ (8 mm)

3/8 “ (10 mm)7/16 “ (11 mm)

CRI
HIGH

DIMMABLE
C USUL

®
120° Beam

YEAR

WARRANTY

5
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1/16” (1.5mm) 

3/8” (10mm) 

2” (50mm) 

1/8” (3mm)

3/8” (10mm)

2” (50mm) 

•  Indoor and Moisture Proof version
•  Highest quality 2835 SMD LEDs
•  Maximum Length: 5M (16.4’)
•  24V DC input
•  Includes double-sided  tape on the back
•  5-year warranty

Indoor Version: Moisture Proof Version:

2835 FLEXIBLE LED STRIP LIGHT

ORDERING GUIDE

Accent | Display | Cove | Cabinet

FEATURES

APPLICATIONS
DIMENSIONS

Moisture 
Proof : LS - FLM - 2B - 24 - 120 -

2 : 2835 B : 5M (16.4’) 24 : 24 volt 120 : 120 LEDs 3K : 3000K 5K : 5000K

4K : 4000K

––

++

–

–

+
+

––

++

––

++

Solderless connectors are designed to provide a simple and quick connection for projects. Suitable for indoor applications. Width: 5/8” (16mm)
SOLDERLESS CONNECTORS

Seamless Connector  
Adds length
LS-SC1-2835

Connector on One 
End 

Cut strip to power
LS-SC2-2835

Connector on Both 
Ends 

For corners
LS-SC3-2835

L-Connector 
For corners
LS-SC4-2835

Block Connector 
For strip to strip and  

strip to power
LS-SC7-2835

––

++

––

++

––

++

––

++

Product Chip & Length Voltage LEDs/M Color Temp

Indoor : LS - FLI - 2B - 24 - 120 -

2 : 2835 B : 5M (16.4’) 24 : 24 volt 120 : 120 LEDs 27K : 2700K 4K : 4000K

3K : 3000K 5K : 5000K

35K : 3500K

5/16 “ (8 mm)

3/8 “ (10 mm)7/16 “ (11 mm)

CRI
HIGH

DIMMABLE
C USUL

®
120° Beam

YEAR

WARRANTY

5 Voltage 24V DC

Wattage 14.4W/M (4.4W/ft)

Roll Length 5M (16.4’)

Cut Distance 6 LEDs - 50mm (2”)

Color Temp Warm White 2700K / Warm White 3000K / 
White 3500K / White 4000K / White 5000K

# of LEDs 120 LEDs/M (3.28’)

CRI >90

Lumens 1575/M (475/ft)

IP65
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IPVoltage 24V DC

Wattage 8.4W/M (2.6W/ft)

Roll Length 10M (32.8’)

Cut Distance 6 LEDs - 96mm (33/4”)

Color Temp Warm White 3000K / White 4000K

# of LEDs 60 LEDs/M (3.28’)

CRI >90

Lumens 930/M (275/ft)

Custom color temperature available: 2200K, 2700K, 3500K, 5000K, Red, Green, 
Blue. Contact us for moisture proof or waterproof options.

NEW 10M (33FT) LONG-RUN FLEXIBLE LED STRIP LIGHT

DIMENSIONS

ORDERING GUIDE

FEATURES

Accent | Display | Back Bar | Cove | Cabinet

•  No voltage drop for 33’ (10M)
•  Highest quality 2835 SMD LEDs
•  Commercial Grade
•  24V DC input
•  Includes double-sided  tape on the back
•  5-year warranty

APPLICATIONS

Product Chip & Length Voltage LEDs/M Color Temp

LS - FLI - 2C - 24 - 60 -

FLI : Indoor 2 : 2835 C : 10M (32.8’) 24 : 24 volt 60 : 60 LEDs 3K : 3000K

4K : 4000K

Solderless connectors are designed to provide a simple and quick connection for projects. Suitable for indoor applications. Width: 5/8” (16mm)
SOLDERLESS CONNECTORS

––

++

–

–

+
+

––

++

––

++

Seamless Connector  
Adds length
LS-SC1-2835

Connector on One End 
Cut strip to power

LS-SC2-2835

Connector on Both 
Ends 

For corners
LS-SC3-2835

L-Connector 
For corners
LS-SC4-2835

Block Connector 
For strip to strip and  

strip to power
LS-SC7-2835

––

++

––

++

––

++

––

++

1/16” (1.5mm) 

33/4” (96mm) 

3/8” (10mm) 

5/16 “ (8 mm)

3/8 “ (10 mm)7/16 “ (11 mm)

CRI
HIGH

DIMMABLE
C USUL

®
120° Beam

YEAR

WARRANTY

5
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Voltage 24V DC

Wattage 6W/M (1.8W/ft)

Roll Length 15M (50’)

Cut Distance 6 LEDs - 96mm (33/4”)

Color Temp Warm White 2700K / Warm White 3000K /  
White 4000K

# of LEDs 60 LEDs/M (3.28’)

CRI >90

Lumens 540/M (160/ft)

Custom color temperature available: 2200K, 2700K, 3500K, 5000K, Red, Green, Blue. 
Contact us for moisture proof or waterproof options.

NEW 15M (50FT) LONG-RUN FLEXIBLE LED STRIP LIGHT

DIMENSIONS

ORDERING GUIDE

FEATURES

Accent | Display | Back Bar | Cove | Cabinet

•  No voltage drop for 50’ (15M)
•  Highest quality 2835 SMD LEDs
•  Commercial Grade
•  24V DC input
•  Includes double-sided  tape on the back
•  Note: If connecting multiple rolls or for custom 
   lengths: Max length of 70ft without voltage drop
•  5-year warranty

APPLICATIONS

Product Chip & Length Voltage LEDs/M Color Temp

LS - FLI - 2F - 24 - 60 -

FLI : Indoor 2 : 2835 F : 15M (50’) 24 : 24 volt 60 : 60 LEDs 27K : 2700K 4K : 4000K

3K : 3000K

1/16” (1.5mm) 

33/4” (96mm) 

3/8” (10mm) 

––

++

–

–

+
+

––

++

––

++

Solderless connectors are designed to provide a simple and quick connection for projects. Suitable for indoor applications. Width: 5/8” (16mm)
SOLDERLESS CONNECTORS

Seamless Connector  
Adds length
LS-SC1-2835

Connector on One 
End 

Cut strip to power
LS-SC2-2835

Connector on Both 
Ends 

For corners
LS-SC3-2835

L-Connector 
For corners
LS-SC4-2835

Block Connector 
For strip to strip and  

strip to power
LS-SC7-2835

––

++

––

++

––

++

––

++

5/16 “ (8 mm)

3/8 “ (10 mm)7/16 “ (11 mm)

CRI
HIGH

DIMMABLE
C USUL

®
120° Beam

YEAR

WARRANTY

5
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1/16” (1.5mm)
27/16” (62.5mm)

1/2”  (12mm)
+

-

+

-

DC24V DC24V+

-

+

-

DC24V DC24V+

-

+

-

DC24V DC24V

DIM TO WARM FLEXIBLE LED STRIP LIGHT

•  By dimming you can adjust the color temperature 
   from 3000K full brightness to 1800K, like 
   traditional lighting 
•  Highest quality of 2016 chip LEDs
•  Maximum length: 5M (16.4’)
•  Includes double-sided  tape on the back
•  5-year warranty

Under Cabinet | Coves | Accent | Mood

DIMENSIONS

3000K       
Full Brightness 

1800K
Dimmed  

ORDERING GUIDE

FEATURES

APPLICATIONS

Product Chip & Length Voltage LEDs/M Color Temp

LS - FLI - 4B - 24 - 224 - DTW

FLI : Indoor 4 : 2016 B : 5M (16.4’) 24 : 24 volt 224 : 224 LEDs DTW : 3000K to 1800K

Voltage 24V DC

Wattage 18W/M (5.5W/ft)

Roll Length 5M (16.4’)

Cut Distance 14 LEDs - 62.5mm (27/16”)

Color Temp Warm White 3000K dims to 1800K

# of LEDs 224 LEDs/M (3.28’)

CRI >90

Lumens 1800/M (550/ft)

See pages 51-54 for confirmed dimmable drivers .

Solderless connectors are designed to provide a simple and quick connection for projects. Suitable for indoor applications. Width: 11/16” (17mm)
SOLDERLESS CONNECTORS

––

++

––

++

Seamless Connector  
Adds length
LS-SC1-DTW

Connector on One End 
Cut strip to power, 9” (23cm)

LS-SC2-DTW

Connector on Both Ends 
For corners
LS-SC3-DTW

––

++

––

++

––

++

––

++

+

-

+

-

DC24VDC24V +

-

+

-

DC24VDC24V +

-

+

-

DC24VDC24V

CRI
HIGH

DIMMABLE
C USUL

®
120° Beam

YEAR

WARRANTY

5

Dim to Warm LED Puck Light

Available on page 65
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NEW 2110 FLEXIBLE LED STRIP LIGHT

DIMENSIONS

ORDERING GUIDE

FEATURES

•  Creates an even, no hotspot light, perfect for  
   installation in aluminum channel
•  Super bright 2110 chip LEDs
•  Maximum length: 4M (13’)
•  Includes double-sided  tape on the back
•  5-year warranty

Cabinet | Accent | Display | Cove 1/16” (1.5mm) 
13/16” (20mm) 

3/8” (10mm) 
+

-

DC24V+DC24VDC24V+DC24V

APPLICATIONS

Product Chip & Length Voltage LEDs/M Color Temp

LS - FLI - 6A - 24 - 350 -

FLI : Indoor 6 : 2110 A : 4M (13’) 24 : 24 volt 350 : 350 LEDs 27K : 2700K

3K : 3000K

4K : 4000K

Voltage 24V DC

Wattage 14.4W/M (4.4W/ft)

Roll Length 4M (13’)

Cut Distance 7 LEDs - 20mm (13/16”)

Color Temp Warm White 2700K / Warm White 3000K /  
White 4000K

# of LEDs 350 LEDs/M (3.28’)

CRI >95

Lumens 1470/M (448/ft)

E365816

––

++

––

++

Solderless connectors are designed to provide a simple and quick connection for projects. Suitable for indoor applications. Width: 5/8” (16mm)
SOLDERLESS CONNECTORS

Seamless Connector  
Adds length
LS-SC1-2835

Connector on One End 
Cut strip to power

LS-SC2-2835

Connector on Both Ends 
For corners
LS-SC3-2835

Block Connector 
For strip to strip and  

strip to power
LS-SC7-2835

––

++

––

++

––

++

––

++

5/16 “ (8 mm)

3/8 “ (10 mm)7/16 “ (11 mm)

+

-

DC24V + DC24V DC24V + DC24V

+
-

DC
12V

15
1 +

-

+
-

DC
12V

15
1 +

-

+
-

DC
12V

15
1 +

-

+ -

DC12
V

151

+ -

+
-

DC12
V

151

+ -

CRI
HIGH

DIMMABLE
C USUL

®
120° Beam

YEAR

WARRANTY

5

Must be used in channels,

See pages 24-27 for options.

LL12 LL15
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•  Curved ultra thin flexible strip can take angles  
    instead of cutting
•  High quality 2835 SMD LEDs
•  Maximum length: 5M (16.4’)
•  Includes double-sided  tape on the back
•  5-year warranty

Signage | Channel Letters | Cove

DIMENSIONS

1/16 “ (1.5mm)
+

-

DC12V+

-

+

-

DC12V+

-

+

-

DC12V+

-

+

-
DC12V+

-

2” (50mm)  

1/4 “ (6.5mm)

ORDERING GUIDE

CURVED 2835 FLEXIBLE LED STRIP LIGHT

FEATURES

APPLICATIONS

Product Chip & Length Voltage LEDs/M Color Temp

LS - FLI - 2B - 12 - 72 -

FLI : Indoor 2 : 2835 B : 5M (16.4’) 12 : 12 volt 72 : 72 LEDs 3K : 3000K G : Green

5K : 5000K B : Blue

R : Red

Voltage 12V DC

Wattage 7.2W/M (2.2W/ft)

Roll Length 5M (16.4’)

Cut Distance 3 LEDs - 50mm (2”)

Color Temp Warm White 3000K / White 5000K /  
Red / Green / Blue

# of LEDs 72 LEDs/M (3.28’)

CRI >85

Lumens 852/M (260/ft)

Solderless connectors are designed to provide a simple and quick connection for projects. Suitable for indoor applications. Width: 1/2” (13mm)
SOLDERLESS CONNECTORS

––

++

––

++

Seamless Connector  
Adds length
LS-SC1-3528

Connector on One End 
Cut strip to power

LS-SC2-3528

Connector on Both Ends 
For corners
LS-SC3-3528

Block Connector 
For strip to strip and  

strip to power
LS-SC7-3528

––

++

––

++

––

++

––

++

5/16 “ (8 mm)

3/8 “ (10 mm)7/16 “ (11 mm)

+
-

DC
12V

15
1 +

-

+
-

DC
12V

15
1 +

-

+
-

DC
12V

15
1 +

-

+ -

DC12
V

151

+ -

+
-

DC12
V

151

+ -

CRI
HIGH

DIMMABLE
C USUL

®
120° Beam

YEAR

WARRANTY

5
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24V : LS - FLO - 1C - 24 - 60 - 3K

FLO : Outdoor 1 : 3528 C : 10M (32.8’) 24 : 24 volt 60 : 60 LEDs 27K : 2700K 3K : 3000K

OUTDOOR 3528 FLEXIBLE LED STRIP LIGHT

DIMENSIONS

ORDERING GUIDE

FEATURES

•  Highest quality 3528 SMD LEDs
•  Fully outdoor rated silicone jacket
•  Includes extra waterproof connectors (male and  
   female, for each end), end caps and mounting  
   clips
•  Simple to install
•  5-year warranty

Deck | Soffit | Outdoor | Mood
1/16” (1.5mm) 

2” (50mm)

3/8” (10mm) 7/16”
(11.5mm)

––

++

–

–

+
+ AWM 2464     80°C 300V 20AWG AWM 2464     80°C 300V 20AWG 

––

++

––

++

––

++

––

++

––

++

––

++

APPLICATIONS

Seamless Connector 
Adds length
LS-SC1-3528

Connector on One End
Cut strip to power

LS-SC2-3528

Connector on Both Ends
For corners
LS-SC3-3528

L-Connector
For corners
LS-SC4-3528

Waterproof Connector
For corners or to make 
new lengths (soder on)

LS-WPC-2

Solderless connectors are designed to provide a simple and quick connection for projects. Suitable for indoor and outdoor applications. Width: 1/2” (13mm)
On outdoor flexible strip, be sure the connection points are properly sealed to prevent moisture entry. If not sealed correctly premature failure is possible.  
Heat shrink tube and/or silicone is recommended. 

SOLDERLESS CONNECTORS

Product Chip & Length Voltage LEDs/M Color Temp

12V : LS - FLO - 1B - 12 - 60 -

FLO : Outdoor 1 : 3528 B : 5M (16.4’) 12 : 12 volt 60 : 60 LEDs 3K : 3000K 5K : 5000K

Voltage 12V DC 24V DC*

Wattage 4.8W/M (1.5W/ft)

Roll Length 5M (16.4’) 10M (32.8’)

Cut Distance 3 LEDs - 50mm (2”) 6 LEDs - 100mm (4”)

Color Temp Warm White 3000K / 
White 5000K

Warm White 2700K /
Warm White 3000K

# of LEDs 60 LEDs/M (3.28’)

CRI +90

Lumens 492/M (145/ft)

*24V only stocked in 10M lengths in 3K

End Caps (5pcs)
LS-EC-8MM
Included

Mounting Clips (20pcs)
LS-UC-8MM
Included 

Waterproof Connector
LS-WPC-2
Included

ACCESSORIES INCLUDED

IP67
DIMMABLE

C USUL
®

120° Beam

YEAR

WARRANTY

5



lumenstarled.com
© 2021 All rights reserved Lumenstar LED Lighting Inc

19

FL
EX

IB
LE

 S
TR

IP

Voltage 24V DC

Wattage 8.4W/M (2.6W/ft)

Roll Length 10M (32.8’)

Cut Distance 6 LEDs - 96mm (313/16”)

Color Temp Warm White 2700K / Warm White 3000K / 
White 4000K

# of LEDs 60 LEDs/M (3.28’)

CRI >90

Lumens 930/M (275/ft)

Custom color temperature available: 2200K, 2700K, 3500K, 5000K, Red, Green, 
Blue. Contact us for moisture proof or waterproof options.

NEW OUTDOOR LONG-RUN FLEXIBLE LED STRIP LIGHT

DIMENSIONS

ORDERING GUIDE

FEATURES

Deck | Soffit | Outdoor | Back Bar | Mood

•  Highest quality 2835 SMD LEDs
•  Full waterproof silicone covering
•  Commercial Grade
•  No voltage drop for 10M (32.8’)
•  Custom max length is 15M (50’)
•   tape on the back with 8” waterproof lead
•  Includes 5 extra end caps and mounting clips
•  5-year warranty

APPLICATIONS

Product Chip & Length Voltage LEDs/M Color Temp

LS - FLO - 2C - 24 - 60 -

FLO : Outdoor 2 : 2835 C : 10M (32.8’) 24 : 24 volt 60 : 60 LEDs 27K : 2700K

3K : 3000K

4K : 4000K

––

++

–

–

+
+

AWM 2464     80°C 300V 20AWG AWM 2464     80°C 300V 20AWG 

––

++

––

++

––

++

––

++

––

++

––

++

Seamless Connector 
Adds length
LS-SC1-2835

Connector on One End
Cut strip to power

LS-SC2-2835

Connector on Both Ends
For corners
LS-SC3-2835

L-Connector
For corners
LS-SC4-2835

W

aterproof Connector
For corners or to make 
new lengths (soder on)

LS-WPC-2

Solderless connectors are designed to provide a simple and quick connection for projects. Suitable for indoor and outdoor applications. On outdoor flexible 
strip, be sure the connection points are properly sealed to prevent moisture entry. If not sealed correctly premature failure is possible.  
Heat shrink tube and/or silicone is recommended. 

SOLDERLESS CONNECTORS

End Caps (5pcs)
LS-EC-10MM-C

Included

Mounting Clips (20pcs)
LS-UC-10MM

Included 

ACCESSORIES INCLUDED

1/16” (1.5mm) 

33/4” (96mm) 

7/16” 
(11mm) 

5/8” 
(15mm) 

3/16” 
(4.5mm) 

CRI
HIGH

DIMMABLE
C USUL

®
120° Beam

YEAR

WARRANTY

5
TAPEIP67
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NEW SMOOTHLED NO HOTSPOTS FLEXIBLE LED STRIP LIGHT

DIMENSIONS

ORDERING GUIDE

FEATURES

•  Highest quality LEDs
•  Unique silica gel housing
•  No hotspot dots like traditional LED strip
•  Maximum length: 5M (16.4’)
•  Includes double-sided  tape on the back
•  Simple to install
•  Custom colors and lengths available
•  5-year warranty

Under Cabinet | Cove | Display

13/16” (20mm)

3/8” (10mm) APPLICATIONS

Product Chip & Length Voltage LEDs/M Color Temp

LS - FLM - 6B - 24 - 300 -

FLM : Moisture Proof 6 : 2110 B : 5M (16.4’) 24 : 24 volt 300 : 300 LEDs 3K : 3000K

4K : 4000K

Voltage 24V DC

Wattage 18W/M (5.5W/ft)

Roll Length 5M (16.4’)

Cut Distance 20mm (25/32”)

Color Temp Warm White 3000K / White 4000K

# of LEDs 300 LEDs/M (3.28’)

CRI +90

Lumens 990/M (302/ft)

AWM 2464     80°C 300V 20AWG AWM 2464     80°C 300V 20AWG 

Waterproof Connector
For corners or to make 
new lengths (soder on)

LS-WPC-2

Solderless connectors are designed to provide a simple and quick connection for projects. Suitable for indoor and outdoor applications. 

SOLDERLESS CONNECTORS

IP65
DIMMABLE

C USUL
®

120° Beam

YEAR

WARRANTY

5
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R
G

B

+

R
G

B

+

R
G

B

+

R
G

B

+

1/16” (2mm)

 4” (100mm)

3/8” (10mm)

INDOOR COLOR CHANGING RGB FLEXIBLE LED STRIP

DIMENSIONS

ORDERING GUIDE

––

++

––

++

–

–

+
+

––

++

Cove | Mood | Display | Back Bar

FEATURES

APPLICATIONS

•  Super bright vibrant color spectrum
•  4-wire system, requires RGB remote
•  For controllers, see pages 42
•  Includes double-sided  tape on the back
•  5-year warranty

*24V 5M roll only available with 60 LEDs/m
**24V 25M roll only available with 30 LEDs/m

Voltage 12V DC 24VDC 24VDC

Wattage 7.2W/M (2.2W/ft) 7.2W/M (2.2W/ft) 14.4W/M (4.4W/ft)

Roll Length 5M (16.4’) or 
25M (82’) 25M (82’) 5M (16.4’)

Cut Distance 3 LEDs
100mm (4”)

6 LEDs
200mm (8”)

6 LEDs 
100mm (4”)

Color Temp RGB color changing

# of LEDs 30 LEDs/M 30 LEDs/M 60 LEDs/M

CRI >90

Lumens 410/M (125/ft) 410/M (125/ft) 820/M (250/ft)

Solderless connectors are designed to provide a simple and quick connection for projects. Suitable for indoor applications. Width: 19/32 (15mm)
SOLDERLESS CONNECTORS

Seamless Connector  
Adds length
LS-RGB-SC1

Connector on One End 
Cut strip to power

LS-RGB-SC2

Connector on Both Ends 
For corners
LS-RGB-SC3

L-Connector 
For corners
LS-RGB-SC4

––

++

––

++

*Dimmable power supplies cannot be used with our RGB 
controllers. All of our RGB controllers are dimmable with remote.

Product Chip & Length Voltage LEDs/M Color Temp

12V : LS - FLI - - 12 - 30 - RGB

FLI : Indoor 5 : RGB B : 5M (16.4’) 12 : 12 volt 30 : 30 LEDs RGB : Multi-color

D : 25M (82’)

24V : LS - FLI - - 24 - - RGB

FLI : Indoor 5 : RGB B : 5M (16.4’)* 24 : 24 volt 60 : 60 LEDs* RGB : Multi-color

D : 25M (82’)** 30 : 30 LEDs**

R
G

B

+

R
G

B

+

R
G

B

+

R
G

B

+

R
G

B

+

R
G

B

+

R
G

B

+

R
G

B

+

R
G

B

+

R
G

B

+

R
G

B

+

R
G

B

+

DIMMABLE
C USUL

®
120° Beam

YEAR

WARRANTY

5*
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Outdoor : LS - FLO - 5C - - 30 - RGB

5 : RGB C : 10M (32.8’) 12 : 12 volt 30 : 30 LEDs RGB : Multi-color

24 : 24 volt

Product Chip & Length Voltage LEDs/M Color Temp

Moisture 
Proof : LS - FLM - 5B - 12 - 30 - RGB

5 : RGB B : 5M (16.4’) 12 : 12 volt 30 : 30 LEDs RGB : Multi-color

Voltage 12V DC 24V DC

Wattage 7.2W/M (2.2W/ft)

Roll Length 5M (16.4’)
10M (32.8’) 10M (32.8’)

Cut Distance 3 LEDs
4” (100mm)

6 LEDs
77/8” (200mm)

Color Temp RGB color changing

# of LEDs 30 RGB LEDs/M (3.28’)

CRI >85

Lumens 410/M (125/ft)

OUTDOOR RGB LED FLEXIBLE STRIP

DIMENSIONS

ORDERING GUIDE

––

++

––

++

–

–

+
+

Seamless Connector 
Adds length
LS-RGB-SC1

Connector on One End
Cut strip to power

LS-RGB-SC2

Connector on Both Ends
For corners
LS-RGB-SC3

L-Connector
For corners
LS-RGB-SC4

Waterproof Connector
For corners or to add 

length
LS-WPC-4

AWM 2464     80°C 300V 22AWG AWM 2464     80°C 300V 22AWG 
––

++

Outdoor | Back Bar | Mood | Display

––

++

––

++

FEATURES

APPLICATIONS

•  Moisture Proof and Weatherproof versions
•  Moisture Proof includes transparent silicone  
    jacket and double-sided  tape
•  Weatherproof includes connectors on both ends,  
   end caps and mounting clips
•  4-wire system, requires RGB remote, see pages 42
•  5-year warranty

R
G

B

+

R
G

B

+

R
G

B

+

R
G

B

+

1/8" (4mm)
4" (100mm)

1/2" (12mm)33/64”
(13mm)

*Dimmable power supplies cannot be used with our RGB controllers. All of our 
RGB controllers are dimmable with remote.

Solderless connectors are designed to provide a simple and quick connection for projects. Suitable for indoor and outdoor applications. Width: 19/32 (15mm)
On outdoor flexible strip, be sure the connection points are properly sealed to prevent moisture entry. If not sealed correctly premature failure is possible.  
Heat shrink tube and/or silicone is recommended. 

SOLDERLESS CONNECTORS

End Caps (5pcs)
LS-EC-10MM

Included

Mounting Clips (20pcs)
LS-UC-10MM

Included 

Waterproof Connector
LS-WPC-4
Included

ACCESSORIES INCLUDED
See page 42 for RGB controllers

AWM 2464     80°C 300V 22AWG AWM 2464     80°C 300V 22AWG 

IP65
DIMMABLE

C USUL
®

120° Beam

YEAR

WARRANTY

5*

IP67

RGB Flexible Outdoor LED Strip Light
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DIMENSIONS

R
G

B
W

DC12V +

R
G

B
W

+ DC12V

R
G

B
W
DC12V +

R
G

B
W

+ DC12V

1/8” (4mm)

8" (200mm)

9/16” (14mm)
R
G

B
W

DC12V +

R
G

B
W

+ DC12V

R
G

B
W
DC12V +

R
G

B
W

+ DC12V

1/16” (2mm)

8" (200mm)

9/16” (14mm)

Indoor Version: Moisture Proof Version:

Solderless connectors are designed to provide a simple and quick connection for projects. Suitable for indoor and outdoor applications. Width: 23/32 (18mm)
On outdoor flexible strip, be sure the connection points are properly sealed to prevent moisture entry. If not sealed correctly premature failure is possible.  
Heat shrink tube and/or silicone is recommended. 

INDOOR OR MOISTURE PROOF RGBWW LED FLEXIBLE STRIP

Cove | Mood | Display | Back Bar

ORDERING GUIDE

SOLDERLESS CONNECTORS

*Dimmable power supplies cannot be used with our RGBW 
controllers. All of our RGBW controllers are dimmable with 
remote.

––

++

––

++

––

++

––

++

FEATURES

APPLICATIONS

•  Choose any color or any white
•  Indoor and Moisture Proof versions
•  Ultra thin profile
•  Includes double-sided  tape
•  5-wire system, requires RGBW remote
•   For RGBW controllers, see pages 42
•  5-year warranty

Voltage 24V DC

Wattage 14.4W/M (4.4W/ft)

Roll Length 5M (16.4’) / 25M (82’)*

Cut Distance 12 LEDs - 200mm (8”)

Color Temp RGB + Warm White 2700K Chips

# of LEDs 300 Triple Chip LEDs/roll (30 RGB LEDs + 30 WW LEDs/M)

CRI >90

Lumens RGB: 410/M (125/ft) /  WW: 944/M (288/ft)

*25M (82’) only available in indoor version

Product Chip & Length Voltage LEDs/M Color Temp

LS - - 35B - 24 - 60 - RGBW

FLI : Indoor 35 : RGBW B : 5M (16.4’) 24 : 24 volt 60 : 60 LEDs RGBW : Multi-color

D : 25M (82’)

See RGBW controllers on pages 42.

––

++

–

–

+
+

Seamless Connector 
Adds length

LS-RGBW-SC1

Connector on One End
Cut strip to power

LS-RGBW-SC2

Connector on Both Ends
For corners

LS-RGBW-SC3

L-Connector
For corners

LS-RGBW-SC4

DIMMABLE
C USUL

®
120° Beam

YEAR

WARRANTY

5*

LS - - 35B - 24 - 60 - RGBW

FLM : Moisture Proof 35 : RGBW B : 5M (16.4’) 24 : 24 volt 60 : 60 LEDs RGBW : Multi-color

R
G

B
W

DC12V +
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Corner Mount Square Modern Slim Recessed

Code LS-LL8-L1 LS-LL8-L2 LS-LL9-L1 LS-LL9-L2 LS-LL10-L1 LS-LL10-L2

Length 1M (40”) 2M (80”) 1M (40”) 2M (80”) 1M (40”) 2M (80”)

Lens Frosted* Frosted* Frosted*/ 
Opaque Frosted* Frosted*/ 

Opaque Frosted*

Installation Surface Corner Recessed or Surface Mount Recessed or Surface Mount

Router 
Dimensions

N/A W11/16 x H1/2” (W17 x H12mm) W5/8 x H1/4” (W16 x H6mm)

Includes
Channel, lens, end caps and 
mounting hardware

Channel, lens, end caps and 
mounting hardware

Channel, lens, end caps and 
mounting hardware

Compatible 
Strips

Indoor & Outdoor Flex,  
except RGBW & RGBW MP

Indoor & Outdoor Single Color Flex, 
Except RGBW & RGBW MP

Indoor & MP Flex, 
Except RGBW & RGBW MP

Compatible 
Connectors

3528, 2835, RGB Production lead or solder Production lead or solder

Applications Cabinet | Bathroom | Closet Cabinet | Railings | Display Shelving | Back Bar |  
Workspace

5/8”
(16mm)

3/8”
(10mm)

ALUMINUM PROFILES FOR LED FLEXIBLE STRIP

Each aluminum profile can be combined with it’s respective LED flexible strip to create a customized look for various 
applications.

1/2”
(12mm)

5/8” (16mm)

7/16” (11mm)
15/64”
(6mm)

19/32” (15mm)

7/16” (11mm)

Anodized 
Aluminum

AVAILABLE FINISHES

*1M (3.28’) or 2M (6.56’) Frosted lenses available
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Low Profile Surface NEW Slim Modern Wide Slim

Code LS-LL11-L1 LS-LL11-L2 LS-LL12-L1 LS-LL12-L2 LS-LL13-L1 LS-LL13-L2

Length 1M (40”) 2M (80”) 1M (40”) 2M (80”) 1M (40”) 2M (80”)

Lens Frosted* Frosted* Frosted* Frosted* Frosted*/ 
Opaque Frosted*

Installation Surface Mount Recessed or Surface Mount Recessed or Surface Mount

Router 
Dimensions

N/A 3/4”  (19mm) W15/16 x H3/8” (W24 x H10mm)

Includes
Channel, lens, end caps and 
mounting hardware

Channel, lens, end caps and 
mounting hardware

Channel, lens, end caps and 
mounting hardware

Compatible 
Strips

All Indoor & MP Flex, 
Except RGBW & RGBW MP All Indoor & Outdoor Flex All Indoor & Outdoor Flex

Compatible 
Connectors

3528 3528, 2835, RGB All solderless connectors

Applications Cabinet | Display | Shelving Cabinet | Bathroom | Closet | 
Railings

Cabinet | Bathroom | Closet | 
Railings

15/32”
(12mm)

5/8” (16mm)

7/16” (11mm)

9/32”
(7mm)

13/16” (30mm)

1/2” (12.62mm)

33/64” (13.2mm)

9/32”
(7mm)

63/64” (25mm)

31/64” 
(12mm)

43/64” (17mm)

19/32”
(15mm)

63/64” (25mm)

31/64” 
(12mm)

45/64” (18mm)

NEW Light Degree Adjustable
10° / 45° / 60° / 90°

Thin Recessed or Surface Deep Recessed

Code LS-LL9D-L1 LS-LL15-L1 LS-LL15-L2 LS-LL16-L1

Length 1M (40”) 1M (40”) 2M (80”) 1M (40”)

Lens Clear (10° standard lens) 45°/60°/90° 
available with extra part (LS-LL9D-B-L1) Frosted* Frosted* Frosted*

Installation Recessed or Surface Mount Recessed or Surface Mount Recessed or Surface Mount

Router 
Dimensions

W11/16 x H1/2” (W17 x H12mm) W3/4 x H1/4” (W18 x H6mm) W3/4 x H9/16” (W19 x H14mm)

Includes Channel and lens Channel, lens, end caps and 
mounting hardware

Channel, lens, end caps and 
mounting hardware

Compatible 
Strips

Indoor & Outdoor Single Color 
Except RGBW & RGBW MP

All Indoor & MP Flex,  
Except RGBW & RGBW MP

All Indoor & Outdoor Flex, 
Except RGBW & RGBW MP

Compatible 
Connectors

Production lead or solder Production lead or solder Production lead or solder

Applications Cabinet | Railings | Display Cabinet | Display | Shelving Shelving | Workspace | Ceiling | 
Wall

*1M (3.28’) or 2M (6.56’) Frosted lenses available

5/8” (16mm)

23/32” (18mm)

5/16” 
(8mm)

13/16” (20mm)

29/32” (23mm)

3/8”
(10mm)       
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Light Duty Inground Heavy Duty Inground NEW Mud In

Code LS-LL21-L1 LS-LL22-L1 LS-LL22-L2 LS-LL23-DW-L3

Length 1M (40”) 1M (40”) 2M (80”) 3M (9.8’)

Lens Thick Frosted Thick Frosted Snap In Opal Polycarbonate

Installation Recessed Recessed Recessed

Router 
Dimensions

W13/16x H3/8” (W20 x H9mm) W11/16 x H11/32” (W27 x H26mm) 13/16” (30mm)

Includes
Channel, lens, end caps and 
mounting hardware

Channel, lens, end caps and 
mounting hardware Channel lens, and end caps

Compatible 
Strips

All Indoor & Outdoor Flex, 
Except RGBW & RGBW MP

All Indoor & Outdoor Flex, 
Except RGBW & RGBW MP All Indoor & Outdoor Flex

Compatible 
Connectors

Production lead or solder Production lead or solder All solderless connectors

Applications Walkways | Deck | Step |  
Walk on Driveway | Deck | Step |  Drive on Ceiling | Wall Mount | Decorative

23/64”
(9mm)

3/4” (19mm)

5/8” (16mm)          

7/16” (11mm)

13/64”
(5mm)

11/32” (26mm)

15/32”
(12mm)

7/8” (22mm)

11/32”
(26mm) 

35/64”
(14mm)

231/64” (63mm)

19/64” (29mm)

43/64” (17mm)
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APPLICATIONS

Back-lighting Signage | Back-lighting Other 
Transparent Objects | Perimeter lighting

IP65

Voltage 12V DC

Wattage 0.66W per mod

# of LEDs 2 per mod

Lumens 55

2 MOD

RoHS

DC12V

RoHS

DC12V

RoHS

DC12V

R

+ G

B R

+ G

B

LS-LM-2-3K (3000K Warm White) | LS-LM-2-6K (6000K Cool White)

2 LEDs, 0.66W per module | L19/16 x W5/8 x H7/16" (L39 x W15 x H11mm) 
12.5’ length includes 25 mods with 4.5” (11cm) wire length between mods

3 MOD

LS-LM-3-6K (6000K Cool White)

3 LEDs, 1.02W per module | L23/8 x W5/8 x H7/16" (L61 x W15 x H11mm) 
12.5’ length includes 25 mods with 3.5" (8cm) wire length between mods

RGB COLOR CHANGING - 4 WIRE SYSTEM

LS-LM-RGB (RGB)

3 LEDs, 0.75W per module | L31/2 x W1/2 x H1/4" (L89 x W13 x H6mm) 
12.5’ length includes 25 mods with 3.5" (8cm) wire length between mods

Voltage 12V DC

Wattage 1.02W per mod

# of LEDs 3 per mod

Lumens 75

Voltage 12V DC

Wattage 0.75W per mod

# of LEDs 3 RGB per mod

Lumens 75

FEATURES

•  Outdoor rated
•  Durable & long lasting
•  12.5’ length includes 25 mods with 4.5” (11cm) wire length  
    between mods
•  Working Temperature: -25~+60°C (-13~140°F)

INSTALLATION

Simple installation using  Tape on back or with 
screw tabs

LED SIGN MODULES FOR SIGNAGE

For outdoor use, available in 12V DC with single color and RGB options. Use LED sign modules 
with our low voltage power supplies for maximum impact. 25 mods per pack. 

Thermal 
Resistant PC

HOUSING

See pages 48-50 for Outdoor Power 
Supplies.

YEAR

WARRANTY

5
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DIMENSIONS

FLEXIBLE LED PANEL SHEET

Light box | Channel Letter | Signage

ORDERING GUIDE

FEATURES

APPLICATIONS

•  Highest quality 2835 LEDs
•  Maximum Run: 4 pcs on a single power feed
•  24V DC input
•  Quick connect with 2-pin input
•  Cut to fit, customize to any size of your installation
•  Ultra thin profile
•  Includes double-sided  tape, power feed and  
    x1 jump connector

Voltage 24V DC

Wattage 18W/each

Cut Distance Minimum L96 x W48mm (L33/4 x W17/8”)

Color Temp Warm White 3000K / Natural White 4000K / 
Cool White 6000K

# of LEDs 200 LEDs/each

CRI 80+

Lumens 2250/each

Product Chip & Length Voltage LEDs/M Color Temp

LS - FLLFP - 2E 24 200

2 : 2835 E : Custom 24 : 24 volt 200 : 200 LEDs 3K : 3000K

4K : 4000K

6K : 6000K

DIMMABLE120° Beam

YEAR

WARRANTY

5C USUL
®

33/4” (96mm)

17/8” 
(48mm)

187/8” (480mm)

97/16” 
(240mm)
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•  Weather sealed for outdoor use
•  UV protected housing 
•  Includes 75’ (23M) strip + 60” (152cm) power feed  
   with plug + 50 pcs of mounting clips
•  Connect two together for max run of 150’
•  3-year warranty DIMENSIONS

DIMMABLE140° Beam

Voltage 120V AC

Wattage 8W/M (2.5W/ft)

Roll Length 23M (75’)

Cut Distance 30 LEDs - 50cm (20”)

# of LEDs 60 - 5050 chips/M

Color Temp Warm White 2700K / White 5000K

CRI +85

Lumens 920/M (280/ft)

IP65

9/16”
(14mm) 3/8” (10mm)

5/16”
(7mm)

120V LED FLEXIBLE STRIP

ACCESSORIES

120VAC Power Feed
LS-FL120V-IP

 

Corner Connector
LS-FL120V-JC

Splice Kit
LS-FL120V-SK

Mounting Clips
LS-FL120V-MC

(Includes 50 pcs)

3ft Mounting Track
LS-FL120V-MT

17mm Wide (0.55”)

End Caps
LS-FL120V-EC

Junction Box
LS-FL120V-JB

ORDERING GUIDE

Architectural | Cove | Outdoor | Display

FEATURES

APPLICATIONS

Product Length Voltage LEDs/M Color Temp

LS - FLO - 75 - 120 - 60 -

FLO : Outdoor 75 : 75’ (23M) 120 : 120 volt 60 : 60 LEDs 27K : 2700K

5K : 5000K

*Dimmable with most incandescent, low voltage 
electronic and low voltage magnetic dimmers

*

Strip fits inside LL12 & LL13 Aluminum Channel, see page 26.
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•  Weather sealed for outdoor use
•  UV protected housing 
•  Maximum length: 75’ (23M) 
   Note: Longer lengths can be achieved by using  
   additional DMX decoders (LS-DMX-RGB-DCR)
•  Includes 150’ (45.7M) weatherproof strip + DMX Receiver  
   + optional DMX controller or RGB Receiver & Remote  
   (sold separately)
•  3-year warranty

DIMENSIONS

DIMMABLE120° Beam

Voltage 120V AC

Wattage 8W/M (2.5W/ft)

Roll Length 23M (75’)

Cut Distance 46cm (18”)

# of LEDs 60 - 5050 chips/M

Color Temp RGB color changing

CRI +85

Lumens 1000/M (305/ft)

IP65

19/32”
(15mm) 3/8” (10mm)

5/16”
(7mm)

120V RGB LED FLEXIBLE STRIP

ACCESSORIES

Mounting Clips
LS-FL-RGB-120V-MC

Plastic Mounting Track
LS-FL-RGB-120V-PCMT

End Caps
LS-FL-RGB-120V-EC

DMX Decoder
LS-DMX-RGB-DCR
120V input, 3CH

For 120V RGB Strip

DMX Controller
LS-DMX-RGB-RCV

120V input, 868Mhz
Includes remote control

ORDERING GUIDE

Architectural | Cove | Outdoor | Display | Casino

FEATURES

APPLICATIONS

Product Length Voltage LEDs/M Color Temp

LS - FLO - 75 - 120 - 60 - RGB

FLO : Outdoor 75 : 75’ (23M) 120 : 120 volt 60 : 60 LEDs RGB : Multi-color

*Dimmable using an independent DMX controller (sold 
separately) or the RGB Receiver (LS-DMX-RGB-RCV) and RGB 
remote (LS-RGB-MZR)

*

Strip fits inside LL12 & LL13 Aluminum Channel, see page 26.
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Product Voltage Length Color Temp

LS - NF - 24 - 10 -

NF : Neon Flex 24 : 24 volt 10 : 10M (3.28’) 27K : 2700K R : Red

C : Custom Length 3K : 3000K G : Green

4K : 4000K B : Blue

65K : 6500K

Outdoor | Cove | Display & Accent | Perimeter & 
Architectural | Signage

DIMENSIONS

DIMMABLE
C USUL

® IP66
180° Beam

*If dimming, Lumenstar LED Neon must be used with 
Lumenstar certified Dimmable Power supplies

Code LS-NF-24-10-XX

Voltage 24V DC

Wattage 9.6W/M (2.9W/ft)

Roll Length 10M (32.8’) - Custom available 100’ (30M)

Cut Distance 50mm (2”)

Color Temp
Warm White 2700K / Warm White 3000K /  
White 4000K / Cool White 6500K / Red / Green 
/ Blue

CRI +85

Lumens 585/M (178/ft)

Wire Length 1M (3.28’)

7/16”  (11mm)

15/16”
(24mm)

3/8”
(9mm)

5/8”
(15mm)

3/8”  (10mm)

2” (50mm) MAX
bend radius

*

ORDERING GUIDE

ACCESSORIES

COMMERCIAL GRADE 24V LED NEON

•  Maximum length : 10M (32.8’) with single  
   side power lead (Custom max length: 50’)
•  Weather sealed for outdoor use
•  Eco-friendly UV protected silicone
•  Saltwater resistant, V-2 Flame resistance
•  3-year warranty

FEATURES

APPLICATIONS

End Cap
LS-NF-EC

Inline 
Connector

LS-NF-IC

Corner 
Connector
LS-NF-CC

Power Feed 
Inline

LS-NF-EEPF

Power Feed
Bottom

LS-NF-BEPF

Clip
LS-NF-SLMC

Mount w/ Clip
LS-NF-MC

1M Channel  
w/ x3 Clips

LS-NF-AP

2FT SAMPLE NEON AVAILABLE!

CODE: LS-NF-24-2FT-XX
(XX= Color temperature)

Available in Warm White 2700K, Natural White 4100K, 
Cool White 6500K, Red, Green, Blue, RGB.

Custom color temperatures available.
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Outdoor | Cove | Display & Accent | Perimeter & 
Architectural | Signage

DIMENSIONS

DIMMABLE
C USUL

® IP66
148° Beam

*Dims through RGB Controller or DMX controls with 
Decoders

Code LS-NF-24-6-RGB

Voltage 24V DC

Wattage 15W/M (4.6W/ft)

Roll Length 6M (20’) - Custom lengths available

Cut Distance 50mm (2”)

Color Temp RGB Color Changing

CRI 85

Lumens 485/M (148/ft)

Wire Length 1M (3.28’), 4 line wire

*

ORDERING GUIDE

24V RGB COLOR CHANGING LED NEON

•  Maximum length : 6M (20’)
•  Weather sealed for outdoor use
•  UV protected silicone
•  V-2 Flame resistance
•  Includes mounting clips (20pcs)
•  Blends Whites well with Multi-zone controller,  
   see pages 42-43
•  3-year warranty

FEATURES

APPLICATIONS

Product Voltage Length Color Temp

LS - NF - 24 - 6 - RGB

NF : Neon Flex 24 : 24 volt 6 : 6M (20’) RGB : Multi-color

C : Custom Length

11/16”
(17mm)

3/8”  (10mm)

1.25” (32mm) MAX
bend radius

ACCESSORIES

End Cap
LS-NF-RGB-EC

Plastic Mounting 
Clips (10pcs)

LS-NF-RGB-PMC

Mounting Track
LS-NF-RGB-AP

Clip
LS-NF-RGB-SLMC

Slim Mounting Clip
LS-NF-RGB-MC

2FT SAMPLE RGB NEON 

AVAILABLE!

CODE: LS-NF-24-2FT-RGB
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CABINET & DISPLAY LED LIGHT

AVAILABLE FINISHES

FEATURES

APPLICATIONS

Cabinet | Display | Furniture | RV & Yacht

•  Recess light engine with high quality finish
•  Recess install only - includes integrated trim
•  Available trims: Brushed Nickel, Black, White
•  3-year warranty

Code LS-RD7

Voltage 12V DC

Wattage 2W

Color Temp Warm White 3000K

CRI 90

Lumens 260

Wire Length 12” (30cm)

Finish Color Temp

LS - RD7 - - 3K

BN : Brushed Nickel 3K : 3000K

BK : Black

WT : White

5/8”(16mm)

1/8” (3mm)

Trim  Ø23/4” (70mm) 

Cutout
Ø17/8” (48mm) 

13/4” (45mm) 

Brushed 
Nickel

WhiteBlack

DIMENSIONS

ORDERING GUIDE

DIMMABLE120° Beam

See Dimmable and Non-Dimmable power supplies pages 46-54.

CRI
HIGH
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ORDERING GUIDE

CABINET & DISPLAY LED LIGHT

DIMENSIONS

Code LS-RD7-SM

Voltage 12V DC

Wattage 2W

Color Temp Warm White 2700K / Warm White 3000K / 
White 4500K / Cool White 6000K / CCT / RGB

# of LEDs 1 COB LED

CRI >90

Lumens 260

Wire Length 103/4” (27cm)•  Surface mount or almost trimless recess look
•  Optional recessed trim ring available
•  Install options: surface mount (standard),  
   recessed (no trim), recessed with trim  
   (optional trim required)
•  3-year warranty

Cabinet | Display | Furniture | RV & Yacht

AVAILABLE FINISHES

Brushed 
Nickel

WhiteBlack

FEATURES

APPLICATIONS

Trim Style Color Temp

LS - RD7 - SM -

27K : 2700K

3K : 3000K

45K : 4500K

6K : 6000K

RGB : Multi-color

CCT : 26K to 65K

Trim Style Finish

LS - RD7 - TR -

BN : Brushed Nickel

BK : Black

WT : White

Light Engine with Surface Mount Code : Optional Trim Code :

5/8”
(16mm)

Surface Mount   Ø2” (50mm) 

5/8”
(16mm)

2” (50mm) 

Cutout
Ø17/8” (48mm)

13/4” (45mm) 

5/8”
(16mm)

Surface Mount   Ø2” (50mm) 

5/8”
(16mm)

2” (50mm) 

Cutout
Ø17/8” (48mm)

13/4” (45mm) 

Light engine and trims sold separately.

DIMMABLE120° Beam
CRI
HIGH
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•  Flush or surface mount install
•  Includes puck light, matching surface mount 
    bezel & wire lead
•  All metal, ultra thin aluminum housing, 
    built for strength
•  3-year warranty

RoHS
Compliant

ORDERING GUIDE

XP3 POWER LED PUCK LIGHT

AVAILABLE FINISHES

Cabinet | Display | Furniture | RV & Yacht

Brushed 
Chrome

WhiteBlack

FEATURES

APPLICATIONS

DIMMABLE

Code LS-RD15

Voltage 12V DC

Wattage 3W

Color Temp Warm White 3000K / Cool White 6000K

# of LEDs 3 x 1W Power LEDs

CRI >85

Lumens 290

Wire Length 36” (90cm)

DIMENSIONS

See pages 46-54 for power supply options.

1/2” (13mm)

23/4” (70mm) 
 

1/16” (2mm)

Cutout
Ø21/2” (63.5mm)

23/4” (70mm)

1/2” (13mm)

Finish Color Temp

LS - RD15 - - 3K

BC : Brushed Chrome 3K : 3000K

BK : Black 6K : 6000K

WT : White
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2W & 4W POWER LED CABINET & DISPLAY LIGHT

DIMMABLE

Choose : Color Temperature Choose : Trim Color Choose : Optional Surface Mount 
Color

++

IP65
IC

RATED

23/4” (70mm)

Cutout
Ø21/4” (57mm)

15⁄32” (12mm)

5⁄64” (2mm)

19⁄32” (15mm)

23/4” (70mm)

120° Beam

•  Single LED engine options available in 
    recessed or surface mount 
•  Reduce cost of inventory, parts stocked 
    individually 
•  3-year warranty

Cabinet | Display | Accent | Indoor | Outdoor

DIMENSIONS

AVAILABLE FINISHES

FEATURES

Code LS-RD10

Voltage 12V DC

Wattage 2W 4W

Color Temp Warm White 3000K

Warm White 2700K / 
Warm White 3000K / 

White 4000K /  
RGB (4-wire system) / 
RGBW (5-wire system) 

/ Dim to Warm

# of LEDs 1 COB LED

CRI >90

Lumens 320

Wire Length 20” (50cm)

Brushed 
Nickel

Black White

APPLICATIONS

Recessed Window Surface Mount Window

ORDERING GUIDE

Light Engine Code : Trim Codes :

Please note that each part requires an order code.Wattage Color Temp

LS - RD10 - -

2W : 2 watts* 27K : 2700K

4W : 4 watts 3K : 3000K*

4K : 4000K

RGB : Multi-color

RGBW : RGB + White 3K

DTW : 3000K to 1800K*2W only available in 3000K

Finish Part Code

Brushed Nickel (BN) 
Black (BK)
White (WT)

Trim Ring LS-RD10-TR-XX

Surface Mount LS-RD10-SM-XX

XX = Finish 

Light engines, trims and surface mounts sold separately. 
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Code LS-RD24

Input Voltage 12V DC

Wattage 3W

Color Temp Warm White 3000K

# of LEDs 1 CREE LED

CRI >85

Lumens 235

Wire Length 11” (28cm)

NEW M3 MINI SWIVEL LED LIGHT

FEATURES

APPLICATIONS

DIMENSIONS

25° Beam

ORDERING GUIDE

•  2” gimbal swivel trim

•  Recessed install only

•  Spring clips to allow simple pressure fit  
     installation

•  Aluminum housing

•  3-year warranty

Cabinet | Display | Furniture | RV & Yacht

Finish Color Temp

LS - RD24 - - 3K

BN : Brushed Nickel 3K : 3000K

BK : Black

WT : White

DIMMABLE

IC
RATED

AVAILABLE FINISHES

Brushed 
Nickel

WhiteBlack

Ø21/16” (39mm)

Cutout
Ø13/4” (45mm)

15/8”
(24mm)
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•  Plug & Play - 24V system
•  Max length of 20’ per power feed
•  Even illumination - No hot spots
•  Includes 2x surface mount clips
•  Multiple ways to mount
•  Easily connect together for larger applications
•  Aluminum housing
•  3-year warranty

3/4” (19mm)

6” (150mm) / 12” (300mm) /40” (1000mm)

H5/16”
(8mm)

Input Power
LS-LL50-IP

Touch Switch
LS-LL50-TS

Middle Connector
LS-LL50-MC

Corner Connector
LS-LL50-CC

Jump Connector
LS-LL50-JC

45° Angle Clip
LS-LL50-AC

3M Tape
LS-LL50-3M

C USUL
®

24V LINKABLE LED LINEAR LIGHT

DIMENSIONS

Code LS-LL50-6 LS-LL50-12 LS-LL50-40

Length 6” (15cm) 12” (30cm) 40” (100cm)

Voltage 24V DC

Color Temp Warm White 3000K / White 4000K

Wattage 3W 5W 15W

CRI >92

Lumens 225 410 1100

Task | Under Cabinet | Display

APPLICATIONS

FEATURES

Length Color Temp

LS - LL50 - -

6 : 6 inches 3K : 3000K

12 : 12 inches 4K : 4000K

40 : 40 inches

ORDERING GUIDE

Non Dimmable

60W Class 2 LS-24V-60W-CV

96W Class 2 LS-24V-96W-O-CV

150W LS-24V-150W-O-CV

240W LS-24V-240W-O-CV

Dimmable

24W Universal Class 2 LS-24V-24D-CV

60W Universal Class 2 LS-24V-60D-CV

96W Universal Class 2 LS-24V-96D-CV

POWER SUPPLIES OPTIONS

120° Beam DIMMABLE

ACCESSORIES
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•  Low voltage dimmer with remote
•  Dims puck lights, linear lights, flexible strip lights etc
•  Remote turns on/off and dims brightness up/down

RF & ROTARY DIMMERS

SIMPLE RF DIMMER

MINI RF INLINE DIMMER

ROTARY DIMMER - HIGH AMPERAGE

RF Code LS-RF-DIM-RM

Input Voltage 12V or 24V DC

Output Current 1x8A/Channel

Output Power 12V: 96W, 24V: 192W

Functions Dims from 0~100 using PWM  
(pulse width modulation)

Receiver 
Dimensions

L45/16 x W23/16 x H13/8”
(L110 x W56 x H34mm)

Code LS-IL-Dim

Input Voltage 12V or 24V DC

Output Current 1x5A/Channel

Output Power 12V: 60W, 24V: 125W

Functions
On/off & dim, 3 Preset dim (25%, 
50%, 100%), Strobing, Flashing, 
Fading

Dimensions L45/16 x W1/2 x H3/8”
(L110 x W56 x H34mm)

•  Inline low voltage dimmer with remote
•  Dims puck lights, linear lights, flexible strip lights etc
•  Remote turns on/off and dims brightness up/down

Code LS-DIM-30A 

Input Voltage 12V or 24V DC

Output Current 1x30A/Channel

Output Power 12V: 360W, 24V: 720W

Functions On/off & rotary dim

Dimensions L33/8 x W21/2 x 3/4”
(L85 x W62 x H20mm)

RF

DIMMER WITH SWITCH

Code LS-WD-WT 

Input Voltage 120V AC, 60Hz , Single Pole

Max Power Load 150W

Functions Dims 10-100%, fades up and down 
smoothly, built in stable paddle

Dimensions Fits standard North American 
junction box

C USUL
®
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NOTE: Up to 8 remotes can be paired with a single receiver. 
Unlimited receivers can be paired to 1 remote.

RF WIRELESS CONTROL SYSTEM

Code LS-WM-DIM-RM

Installation Surface Mount / Magnet / 
Recessed

Functions

On/off & Dimming:
Quick press button to turn 
on and off. Hold to dim 
smoothly up or down.

DIMENSIONS

APPLICATIONS

Under Cabinet Lights | Flexible Strip Lights

WALL MOUNT RECEIVER

DIMENSIONS

35/16” (85mm)

13/8”
(35mm)

Height: 3/4” (20mm)

1/2” (12mm)
1/16” (1.5mm)

GND  P
ush

S
w

itch

RF Remote Receiver

Ø11/2” (38mm) 

Cutout
Ø13/8” (35mm)

Code LS-WM-DIM-RCV

Input Voltage 12-36V DC

Output Current 1x8A/Channel

Output Power 12V: 96W, 24V: 192W

Output Type Constant Voltage

•  Single Color RF Wireless remote
•  Includes magnetic housing
•  Controls 1 zone
•  Battery operated, requires no additional wiring
•  Requires Receiver (LS-WM-DIM-REC) to operate
•  Multiple remotes can pair to one receiver , (can act as a  
    3 way dimmer)
•  3-year warranty

•  Surface mountable, hardwire
•  Controls dimmer over 60’ away
•  Multiple receivers can pair to one remote
•  3-year warranty

MINI RF WALL MOUNT DIMMER

Includes Magnetic 
housing

35/16” (85mm)

13/8”
(35mm)

Height: 3/4” (20mm)

1/2” (12mm)
1/16” (1.5mm)

GND  P
ush

S
w

itch

RF Remote Receiver

Ø11/2” (38mm) 

Cutout
Ø13/8” (35mm) 35/16” (85mm)

13/8”
(35mm)

Height: 3/4” (20mm)

1/2” (12mm)
1/16” (1.5mm)

GND  P
ush

S
w

itch

RF Remote Receiver

Ø11/2” (38mm) 

Cutout
Ø13/8” (35mm)
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NOTE: Dimmable power supplies cannot be used with our RGB controllers. 
All of our RGB controllers are dimmable with remote.

SELECTING A LIGHTING CONTROL SYSTEM

RGBW

MULTI-ZONE RF LED CONTROLLERS WITH WIFI CAPABILITY

AVAILABLE REMOTES

RGB CCT Single 
Color

•  Controls up to 4 zones with hand-held remote

•  Set custom scenes

•  Remote range: 15M (50’)
•  Can control via app (Easy Lighting) on iOS &  
   Android devices over WiFi or directly to receiver

•  Includes magnetic wall mount for remote

FEATURES

1. Select a remote based on the lighting type (RGB, RGBW, 
CCT or SC) you will be using. Multiple remotes can be 
used. 

2. Choose the number of receivers required for the 
number of separate zones.

3. Make sure each individual receiver and power supply can 
handle the load (Amps or Watts) of the light source. 

4. Select the correct low voltage power supply(s) to meet 
the load requirements of the system.

Remotes can be paired to multiple receivers,
2+ receivers can be controlled by one remote.
Receivers can have multiple remotes paired,
2+ remotes can be paired to one receiver.

INSTALL DIAGRAM

Power supply
12V DC

Receiver

4-wire RGB
5-wire RGBW

+

-

Wall Mount 
Remote Fits

Wall Mount

Product Code Description Functions Dimensions

RGB Handheld Remote LS-RGB-MZR Controls RGB LED Lights, 
868Mhz

Multi-zone (4), 3 Presets, 
Dimming, Fade/Flash/Jump, 
Custom colors

L43/4 x W23/16 x H11/16” 
(L120 x W55 x H17mm)

RGBW Handheld Remote LS-RGBW-MZR Controls RGBW LED Lights, 
868Mhz

Multi-zone (4), 3 Presets, 
Dimming, Fade/Flash/Jump, 
Custom colors

CCT Handheld Remote LS-CCT-MZR Controls CCT LED Lights, 
868Mhz

Multi-zone (4), 3 Presets, 
Dimming

Single Color Handheld 
Remote LS-SC-MZR Controls Single Color Lights, 

868Mhz
Multi-zone (4), 3 Presets, 
Dimming

RGBW Wall Mount 
Remote LS-RGB-MZWMR

Controls RGB or RGBW LED 
Lights, 12-24V DC Input, 2.5-
5W, 868mHz 
Fits single gang box. Includes 
6W driver, 50ft wireless range.

3 Presets, Dimming, Fade/
Flash, Custom colors, 
includes 10 Pre-loaded 
programs

L43/4 x W215/16 x H11/8”
(L120 x W75 x H29mm)

ORDER CODES

RGB Handheld
LS-RGB-MZR

RGBW Handheld
LS-RGBW-MZR

CCT Handheld
LS-CCT-MZR

Single Color 
Handheld
LS-SC-MZR

RGBW 
Wall Mount

LS-RGB-MZWMR



lumenstarled.com
© 2021 All rights reserved Lumenstar LED Lighting Inc

43

C
O

N
TR

O
LL

ER
S

•  Constant voltage power repeater
•  Supports PWM signal control
•  Controls a larger quantity of RGB LED Lights
•  Compatible with Multi-zone Controllers, see page 42

RoHS
Compliant

IP67

•  Receiver for RF remotes (RGB / RGBW / CCT / SC) 
•  Outdoor rated for harsh environments
•  Functions as master or slave
•  Note: free control app included, Easy Lighting

•  Receiver for RF remotes (RGB / RGBW / CCT / SC) 
•  WiFi capable
•  Note: free control app included, Easy Lighting

RECEIVERS & RGB AMPLIFIERS

OUTDOOR MZ LED RECEIVER

OUTDOOR RGB & RGBW AMPLIFIER

RGB AMPLIFIER

INDOOR MZ LED RECEIVER

Code LS-RCV-MZ8A

Input Voltage 12-36V DC

Output Current 4 x 8A/Channel

Output Power 4x(96-288W)

Remote Range 15M (50’)

Dimensions L65/8 x W25/16 x 11/8”  
(L168 x W58 x H28mm)

Code LS-RCV-O-MZ5A

Input Voltage 12-36V DC

Output Current 4 x 5A/Channel

Output Power 4x(60-180W) 

Working Temp -20°C~+50°C

Remote Range 15M (50’)

Dimensions L71/8 x W215/16 x 11/2”  
(L180.5 x W74 x H38mm)

Code LS-RGBW-O-AMP-5A

Input Voltage 12-36V DC

Output Current 4 x 5A/Channel

Output Power 4x(60-180W)

Working Temp -20°C~+50°C

Dimensions L71/8 x W215/16 x H11/2”
(L180.5 x W74 x H38mm)

•  PMW input signal
•  Control a larger quantity of RGB/RGBW LED lights
•  Can be used in a damp environment

Code LS-RGBW-AMP-8A

Input Voltage 12-36V DC 

Output Current 4 x 8A/Channel

Output Power 4x(96-288W)

Working Temp -20°C~+50°C

Dimensions L611/16 x W25/16 x H11/8”
(L170 x W74 x H28mm)
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Converts DMX signal for use with low voltage LED lights.

RGB / RGBW DMX DECODERS

DIGITAL DMX512 RDM DECODER

2.4G DMX WIRELESS CONTROLLER

For use with RGB and RGBW, RDM function facilitates intercommunication between DMX master and decoder

Transmits and receives DMX wireless signal, for DMX solid state lighting

Code LS-RGB-DMX-W2

Input Voltage 9-12VDC
120V Power Supply included

Input DMX or RJ45

Frequency 2.4 GHz

Output Power 5W

Display LCD

Dimensions L6 x W3 x H2”  
(L152 x W76 x H51mm)

•  Receive the DMX signal from DMX console and emit  
    the signal to another Wireless DMX Controller
•  Operating range: 300M (Line of sight)
•  Working Frequency: 2400M~2431M (2.4G ISM)
•  Transmission Power: 20DBM

Code LS-DMX-DIG-DCR

Input Voltage 12-24V DC

Input/Output RJ45/XLR/Screw Terminal

Output 5 Channels

Output Current 5x8A/Channel

Output Power 12V: 384W, 24V: 768W

Dimensions L67/16 x W27/8 x H11/2" 
(L164 x W73 x H38mm)

•  Set DMX decoder’s digital address 
•  Metal housing, digital display to show data on hardware,  
   simple to set and show DMX address

•  Total 5 PWM output channels, common anode. DMX channel quantity from 1CH~5CH settable
•  PWM output resolution ratio 8bit, 16bit settable
•  Output PWM frequency from 500HZ~30KHZ settable
•  Output dimming curve gamma value from 0.1 ~ 9.9 settable
•  Decoding mode settable

SIMPLE RGB DMX CONTROLLER

Code LS-DMX-SIM

Input Voltage 120-240V AC

Wattage 3W

Working Temp -20°C~+50°C

Installation Surface mountable, includes a 
remote

Dimensions L61/2 x W41/8 x H17/8”  
(L165 x W105 x H48mm)

IP20

•  Control up to 170 fixtures, 40+ built-in programs with 
adjustable parameter, Timing On/Off
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Code LS-DMX-WC-RGBW

Voltage 12V DC 

Input DMX XLR

Output DMX XLR, RJ45 DMX output

Wattage 5W

Working Temp 0°C~+40°C

17/16”
(37mm)

215/16”
(75mm)

61/2” (165mm)

DIMENSIONS

FUNCTIONS

10 pre-programmed modes, Controls up to 8 zones, 
Choose colors on touch screen, Group zone function, 4 
Channel RGBW compatible

•  Glass touch sensitive interface
•  Includes a 15W LED power supply
•  x2 WiFi antennas for maximum range
•  Built in WiFi router for smart-phone or  
   tablet control (can control via app, Easy Lighting) 
•  Can be operated in one of 3 ways:  
    1) Smart-phone or Tablet via downloadable app 
    2) Touch control interface 
    3) Wireless remote (Sold separately, please see 
        pages 54-55)

Entertainment | Festival | Concert

FEATURES

RGBW DMX CONTROLLER

APPLICATIONS

Color Wheel
DMX Interface Main Functions

On/Off Button

XL
R 

O
ut

An
te

nn
a 

1

An
te

nn
a 

2

Red, Green, Blue, and White Control
Play/Pause Button
Save Color Button

RJ45 Out
Negative (-)

Positive (+)

Return to Previous Program
Program Speed Up and Down
Brightness Control Up and Down
Zone Selection

A
BB CC

HH

II

GG
EE
DD

AA

FF
B
C
D
E
F
G
H
I

DMX
Lighting

DMX
Lighting

12V Power
Supply

RGBW Multi-zone Wireless 
Remote (LS-RGBW-MZR) 
available to control DMX 

interface.
Item sold separately.  

See page 42 for more details.
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Code LS-12V-6W-CV

Output Voltage 12V DC

Output Power Max. 6W

Amperage 0.5A

Input Voltage 100-240V AC

Input Frequency 50/60Hz

Housing Plastic

Working Temp -10°C~+40°C

Code LS-12V-12W-CV LS-24V-12W-CV

Output Voltage 12V DC 24V DC

Output Power Max. 12W

Amperage 1A 0.5A

Input Voltage 100-240V AC

Input Frequency 50/60Hz

Housing Plastic

Working Temp -10°C~+40°C

WATTAGE/VOLTAGE OPTIONS
•  6W (12V) - Class 2

TECHNICAL DATA

•  Constant voltage
•  Ultra mini size
•  Short circuit and overload protection
•  Surface mountable

111/16”
(42mm)

11/2” (40mm)

H13/16”
(21mm)

C USUL
®

DIMENSIONS

15/8” (41mm) 

25/8”
(67mm)

13/8” (35mm) 

INDOOR LED POWER SUPPLIES

DIMENSIONS

Suitable for indoor use only. 

WATTAGE/VOLTAGE OPTIONS

•  12W (12V / 24V) - Class 2

TECHNICAL DATA

•  Constant voltage plug in power supply
•  Short circuit and overload protection
•  Includes North American plug + 9.8’ (3M) wire lead with 
    male barrel connector 

ClassClass
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61/4” (159mm)

25/16” 

(59mm)

H3/4" 
(19mm)

Code LS-12V-15W-CV

Output Voltage 12V DC

Output Power Max. 15W

Amperage 1.25A

Input Voltage 100-230V AC

Input Frequency 50/60Hz

Housing PC

Working Temp -20°C~+45°C

43/8” (111mm)

113/16” 

(46mm)

H3/4" 
(19mm)

C USUL
®

WATTAGE/VOLTAGE OPTIONS

•  15W (12V) - Class 2

TECHNICAL DATA

•  Short circuit and overload protection
•  Surface mountable
•  Can also be hardwired
•  Includes North American Plug + 72” (183cm) input + 
    6” (15cm) output

Code LS-12V-30W-CV

Output Voltage 12V DC

Output Power Max. 30W

Amperage 2.5A

Input Voltage 100-230V AC

Input Frequency 60Hz

Housing PC

Working Temp -20°C~+45°C

C USUL
®

WATTAGE/VOLTAGE OPTIONS

•  30W (12V) - Class 2

DIMENSIONS DIMENSIONS

TECHNICAL DATA

•  Short circuit and overload protection
•  Surface mountable
•  Can also be hardwired
•  Includes North American Plug + 72” (183cm) Input + 
    6” (15cm) output

Class Class
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77/16” (189mm)

17/8”
(48mm)

H15/16”
(33mm)

75/16” (186mm)

11/8”
(29mm)

H13/16”
(21mm)

IP67

Code LS-12V-30W-O-CV LS-24V-30W-O-CV

Output Voltage 12V DC 24V DC

Output Power Max. 30W

Amperage 2.5A 1.25A

Input Voltage 100-265V AC 

Input Frequency 50/60Hz

Housing Aluminum, fully potted

Working Temp -25°C~+50°C

Code LS-12V-60W-O-CV LS-24V-60W-O-CV

Output Voltage 12V DC 24V DC

Output Power Max. 60W

Amperage 5A 2.5A

Input Voltage 100-265V AC

Input Frequency 50/60Hz

Housing Aluminum, fully potted

Working Temp -25°C~+50°C

WATTAGE/VOLTAGE OPTIONS

•  30W (12V / 24V) - Class 2

TECHNICAL DATA

•  Short circuit and overload protection
•  Surface mountable 
•  Includes 36” (90cm) North American plug + 8” (20cm) 
   wire leads

DIMENSIONS

OUTDOOR LED POWER SUPPLIES

DIMENSIONS

Suitable for indoor and outdoor use. 

TECHNICAL DATA

•  Short circuit and overload protection
•  Surface mountable 
•  Includes 36” (90cm) North American plug + 8” (20cm) 
   wire leads

Class
IP67

Class

WATTAGE/VOLTAGE OPTIONS

•  60W (12V / 24V) - Class 2
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TECHNICAL DATA

•  Short circuit and overload protection
•  Surface mountable
•  Includes 36” (90cm) North American plug + 8” (20cm) 
   wire leads

TECHNICAL DATA

•  Short circuit and overload protection
•  Surface mountable
•  Includes 36” (90cm) North American plug + 8” (20cm) 
   wire leads

WATTAGE/VOLTAGE OPTIONS

•  150W (12V / 24V)

DIMENSIONS DIMENSIONS

75/16” (186mm)

211/16”

(71mm)

H13/4”
(44mm)

IP67

97/16” (240mm)

213/16”
(71mm)

H13/4”
(44mm)

Code LS-12V-96W-O-CV LS-24V-96W-O-CV

Output Voltage 12V DC 24V DC

Output Power Max. 96W

Amperage 8A 4A

Input Voltage 100-265V AC

Input Frequency 50/60Hz

Housing Aluminum, fully potted

Working Temp -25°C~+50°C

Code LS-12V-150W-O-CV LS-24V-150W-O-CV

Output Voltage 12V DC 24V DC

Output Power Max. 150W

Amperage 12A 6.25A

Input Voltage 100-265V AC

Input Frequency 50/60Hz

Housing Aluminum, fully potted

Working Temp -25°C~+50°C

IP67
Class

WATTAGE/VOLTAGE OPTIONS

•  96W (12V)
•  96W (24V) - Class 2



|  50

Code LS-24V-240W-O-CV

Output Voltage 24V DC

Output Power Max. 240W

Amperage 16A

Input Voltage 100-277V AC

Input Frequency 50/60Hz

Housing Aluminum, fully potted

Working Temp -40°C~+90°C

Code LS-12V-264W-O-CV LS-24V-320W-O-CV

Output Voltage 12V DC 24V DC

Output Power Max. 264W Max. 320W

Amperage 22A 13A

Input Voltage 100-277V AC

Input Frequency 50/60Hz

Housing Aluminum, fully potted

Working Temp -40°C~+90°C

WATTAGE/VOLTAGE OPTIONS

•  264W (12V)
•  320W (24V)

87/8” (225mm)

215/16”
(74mm)

15/8”
(41mm)

815/16” (227mm)

35/8”
(92mm)

17/8”
(47mm)

DIMENSIONS DIMENSIONS

IP67

WATTAGE/VOLTAGE OPTIONS

•  240W (24V)

TECHNICAL DATA

•  Constant current and constant voltage power supply
•  Short circuit and overload protection
•  Built in PFC
•  Surface mountable 
•  Includes 11” (28cm) input wire lead + 12” (30cm) output  
    wire lead for hardwire install

TECHNICAL DATA

•  Constant current and constant voltage power supply
•  Short circuit and overload protection
•  Built in PFC
•  Surface mountable 
•  Includes 11” (28cm) input wire lead + 12” (30cm) output  
   wire lead for hardwire install

OUTDOOR LED POWER SUPPLIES

Suitable for indoor and outdoor use. 

IP67
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DIMMABLE

DIMMABLE LED POWER SUPPLY

TECHNICAL DATA

•  Smooth full-range dimming performance, compatibility  
   with all classes of dimmers and controllers (Triac, ELV,  
   MLV)
•  Dimmable through line voltage, requires no minimum  
    load
•  Microprocessor controlled for smooth fade-on/off
•  Direct wire hook-up installation
•  Hardwire install

Code LS-12V-24D-CV LS-12V-48D-CV LS-12V-60D-CV LS-24V-24D-CV LS-24V-48D-CV LS-24V-60D-CV

Output Voltage 12V DC 24V DC

Output Power Max. 24W Max. 48W Max. 60W Max. 24W Max. 48W Max. 60W

Amperage 2A 4A 5A 1A 2A 2.5A

Input Voltage 120V AC

Input Frequency 60Hz

Housing Polycarbonate plastic case

Working Temp  -20°C ~ +40°C

Dimensions 24W: L617/32 x W21/8 x H25/32” 
(L155 x W54 x H20mm)

48W: L73/32 x W213/32 x H63/64” 
(L180 x W61 x H25mm)

60W: L73/32 x W213/32 x H13/8” 
(L180 x W61 x H35mm)

WATTAGE/VOLTAGE OPTIONS

•  24W (12V / 24V) - Class 2
•  48W (12V / 24V) - Class 2
•  60W (12V / 24V) - Class 2

ACCESSORIES

Suitable for dry and damp locations. Triac dimmable.

8ft Plug with 
Rotary Switch

LS-120V-SWITCH

Junction Box
Fits 24W/48W/60W

L13 x W3 x H1.5”

LS-JB-1

Dimmer
See page 40

LS-WD-WT

24W 48W
60W

Class
DAMP
LOCATION

Dimmable through line voltage side, direct wire hook-up 
installation
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Class
IP65

DIMMABLE

WATTAGE/VOLTAGE OPTIONS

•  96W (24V) - Class 2

TECHNICAL DATA

•  Hardwire LED driver

•  Triac dimmable with most triac dimmers, ELV and  
     incandescent dimmers

•  Compatible with Forward Phase, Magnetic Low  
     Voltage and Triac dimmers

•  Manual reset thermal circuit breaker on the  
     secondary side

•  Includes 71/2” (19cm) input wire lead + 7” (18cm)  
     output wire lead for hardwire install
•  NEMA 3R enclosure

•   UL standard 5085-1

•  ETL & CSA listed
Contact us for list of other compatible dimmers.

24V DIMMABLE POWER SUPPLIES

DIMENSIONS

15” (380mm)

3”
(77mm)

21/4”
(57mm)

Code LS-24V-96D-CV

Output Voltage 24V DC

Output Power Max. 96W

Amperage 4A

Input Voltage 120V AC

Input Frequency 60Hz

Housing NEMA rated hardwire junction box

Working Temp -40~+60°C

120V 24V

+

-

+

-

+

-

INSTALLATIONACCESSORIES

8ft Plug with 
Rotary Switch

LS-120V-SWITCH

Dimmer
See page 40

LS-WD-WT
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Code LS-12V-150DE-CV LS-12V-300DE-CV LS-24V-150DE-CV LS-24V-300DE-CV

Output Voltage 12V DC 24V DC

Output Power Max. 150W Max. 300W Max. 150W Max. 300W

Amperage 12.5A 25A 6.25A 12.5A

Input Voltage 100-244V AC

Input Frequency 47/63Hz

Housing Aluminum enclosure

Working Temp -40°C~+70°C

WATTAGE/VOLTAGE OPTIONS

IP20
DIMMABLE

C USUL®

TECHNICAL DATA

•  150W (12V / 24V)
•  300W (12V / 24V)

•  Constant voltage 
•  Hardwire install (Knockouts on both line and low 
    voltage sides)
•  Housed in hardwire junction box
•  Dimmable on Line Voltage Side (Dimmer available: 
    LS-WD-WT) Contact us for a list of other compatible 
    low voltage dimmers.
•  Dimmable with Triac dimmer, Universal Dimming 
   and most LV Electronic dimmers
•  Protections: Short circuit, over current, over voltage 
    and over temperature
•  Built in PFC

HARDWIRE ELECTRONIC DIMMABLE LED POWER SUPPLIES

Outdoor and wet location rated. Triac Dimmable.

Dimmer with Switch  
LS-WD-WT

120V AC, 60Hz , Single Pole 
Dims smoothly 

For full specs, see page 40

DIMENSIONS

101/4” (260mm)

41/16”
(103mm)

H113/16”
(46mm)

1015/16” (278mm)

41/8”
(105mm)

H113/16”
(46mm)

150W:

300W:
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60W
150W / 300W

Code LS-12V-60DM-CV LS-12V-150DM-CV LS-12V-300DM-CV

Output Voltage 12V DC

Output Power Max. 60W Max. 150W Max. 300W

Amperage 5A 12.5A 25A

Input Voltage 120V AC

Input Frequency 60Hz

Housing Powder coated hardwire box

Working Temp -30°C~+45°C

Dimensions L69/16 x W21/4 x H29/16” 
(L166 x W57 x H65mm)

L913/16 x W3 x H3”
(L249 x W76 x H76mm)

L913/16 x W43/16 x H31/2”
(L249 x W107 x H89mm)

WATTAGE/VOLTAGE OPTIONS

IP65
DIMMABLE Lutron Dimmer 

LS-MLV-450W

Magnetic version: Dimmable on high 
voltage side.

TECHNICAL DATA

•  60W (12V) - Class 2
•  150W (12V)
•  300W (12V)

•  Controlled with a low voltage magnetic dimmer  
   (LS-MLV-450W). (Contact us for a list of other  
   compatible MLV dimmers.)
•  Manual reset thermal circuit breaker on the 
    secondary side
•  NEMA 3R enclosure
•  ETL & CSA Listed
•  UL standard 5085-1

MAGNETIC DIMMABLE LED POWER SUPPLIES

Outdoor and wet location rated.

INSTALLATION
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IP67

FEATURES

Note: If used with DC products, please use low voltage AC to DC 
converters (LS-CONV-12AC-12DC-36W). See page 89 for more info.

TECHNICAL DATA

150W LANDSCAPE LED POWER SUPPLY

C USUL®

WATTAGE/VOLTAGE OPTIONS
•  150W (12V AC)

•  Built in Timer: Selectable 2-8 hours or Auto function
•  Built in Photocell
•  Includes 5.5’ (1.7M) input wire with North American 
    American plug

•  ETL Approved
•  UL standard 5085-1
•  NEMA 3R enclosure
•  Manual reset thermal circuit breaker on the 
     secondary side

Input Power Cord

Timer Switch

Photo Sensor

Circuit Breaker

Code LS-12AC-150W-LPS

Output Voltage 12V AC

Output Power Max. 150W

Amperage 12.5A

Input Voltage 120V AC

Input Frequency 60Hz

Dimensions L67/8 x 4 x 315/16” 
(L175 x W102 x H100mm)

With Timer and Photocell

ACCESSORIES

Waterproof 
Connectors

LS-WPC-3



M2 LED DECK & STEP LIGHT

IP67

AVAILABLE FINISHES

Brushed 
Nickel

Black White Matte
Stainless 

Steel

DIMMABLE120° Beam

FEATURES

APPLICATIONS
Deck | Step | Walkway

•  Fully sealed for outdoor use
•  Pressure fit stainless steel clips
•  See page 59 for trim options 
•  3-year warranty

Code LS-RD12-2-XX LS-RD12-RGB

Voltage 12V DC

Wattage 0.5W 1.2W

Color Temp Warm White 3000K
White 5000K

RGB
(4-wire system)

# of LEDs 2 SMD 1 LED

CRI >85

Lumens 75

Wire Length 11” (28cm)

DIMENSIONS

1” 
(25mm)

Cutout
Ø13/8” (35mm)19/16” (40mm)

11/16” (27mm)
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M1 LED DECK & STEP LIGHT

IP67

AVAILABLE FINISHES

DIMMABLE45° Beam

FEATURES

APPLICATIONS
Step | Deck | Cabinet | Display

Brushed 
Nickel

Black White Matte
Stainless 

Steel

DIMENSIONS

•  Fully sealed for outdoor use
•  Pressure fit stainless steel clips
•  Optional inground sleeve available. Can  
    also be mounted using a 1” PVC coupler
•  See page 59 for trim options
•  3-year warranty

IC
RATED

Code LS-RD12-1-XX

Voltage 12V DC

Wattage 1W

Color Temp Warm White 2700K / Warm White 3000K / 
White 4000K  / White 5000K 

# of LEDs 1 COB LED

CRI >90

Lumens 95

Wire Length 11” (28cm)

11/8” 
(29mm)

Cutout
Ø13/8” (35mm)19/16” (40mm)

11/16” (27mm)
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60° Floodlight

15° Spotlight

Includes changeable 
15° and 60° lenses

NEW MX-1 2W LED DECK & STEP LIGHT

AVAILABLE FINISHES

Brushed 
Nickel

Black White Matte
Stainless 

Steel

FEATURES

Code LS-RD12-2W-3K

Voltage 12V DC

Wattage 2W

Color Temp Warm White 3000K

# of LEDs 1 x Power LED

CRI >90

Lumens 160

Wire Length 111/2” (29cm)

DIMENSIONS

30° Beam

APPLICATIONS
Step | Deck | Cabinet | Display

•  Fully sealed for outdoor use
•  Includes replaceable 15° and 60° lenses
•  Pressure fit stainless steel clips
•  Optional inground sleeve available. Can also 
    be mounted using a 1” PVC coupler
•  See page 59 for trim options
•  3-year warranty

IP67
DIMMABLE

IC
RATED

11/4” 
(32mm)

Cutout
Ø13/8” (35mm)19/16” (40mm)

11/16” (27mm)
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# of LEDs Color Temp

LS - RD12 - 2 -

2 : 2 SMD LEDs 3K : 3000K

5K : 5000K

Step #1 : Select a LED Light Source

RD12 ORDERING GUIDE

Step #2 : Select a Trim Style + Finish

Choose from a variety of light engines and trims to create a customized fixture for any application. 
Light engines and trims sold separately.

M2 Mini Step Light - 0.5W, 12V DC, 120°

M1 Mini Step Light - 1W, 12V DC, 45°

Step #3 (Optional) : Select Accessories

Trim Style Finish

LS - RD12 - -

RD : 40mm (19/16”) Round BN : Brushed Nickel*

MT : 50mm (2”) Round BK : Black

BT : 70mm (23/4”) Round* WT : White

SC : Scoop

HC : Honeycomb

LVR : Louver

*BT trim only available in Brushed Nickel

LS - RD12 - SQ -

SQ : Square BN : Brushed Nickel

BK : Black

WT : White

LS - RD12 - - SS

SQ : Square SS: Stainless Steel

1WY : 1 Way

2WY : 2 Way

Round Trims - Aluminum
Ø19/16” (Ø40mm) for RD, SC, HC, LVR

Square Trim - PC
W19/16 x H19/16” (W40 x H40mm)

Inground Trim - Stainless Steel
Ø19/16” (Ø40mm)

# of LEDs Color Temp

LS - RD12 - 2W - 3K

2W : 2 watt 3K : 3000K

MX-1 Mini Step Light - 2W, 12V DC, 30° 
Includes 15° & 60° lenses

Color Temp

LS - RD12 - RGB

RGB : Multi-color

1WY 2WYSQ

# of LEDs Color Temp

LS - RD12 - 1 -

1 : 1 COB LED 27K : 2700K

3K : 3000K

4K : 4000K

5K : 5000K

RD MT BT

SC
Directs light down

HC
Shades light 
from eyes

LVR
Directs light down

M2 Mini Step Light - 1.2W, 12V DC, 120°

Product Description Code

Inground
Housing

Black, H23/4 x W17/16” 
(H70 x W37mm) LS-RD12-IGH

White Lens
Optional lens offers 
diffusion to 1W and 
2W LED

LS-RD12-WL

Inground
Housing

White Lens
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RoHS
CompliantIP65

Code LS-RD21

Voltage 12V DC

Wattage 0.5W

Color Temp Warm White 3000K

# of LEDs 1 COB LED

CRI >85

Lumens 68

Wire Length 35” (90cm)

ULTRA MINI LED DECK & STEP LIGHT

AVAILABLE FINISHES

DIMENSIONS

FEATURES

APPLICATIONS
Step | Deck | Landscape | Dock | Railings

•  Super bright ultra small recessed light
•  Pressure fit clips good for thin walled  
   structures
•  Low profile trim 
•  Simple to install
•  3-year warranty

ORDERING GUIDE

Finish Color Temp

LS - RD21 - - 3K

BC : Brushed Chrome 3K : 3000K

BK : Black

WT : White

DIMMABLE

Brushed 
Chrome

Black White

13/16”
(21mm)

Ø3/4” (19mm)
Cutout

Ø5/8” (16mm)
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2“ (50mm)

2“ 
(50mm)

2“ 
(50mm)

Cutout
Ø11/2” (38mm)

13/16“ 
(20mm)

13/8“ (34.6mm)

13/16“ 
(20mm)

13/8“ (34.6mm)

Cutout
Ø11/2” (38mm)

Code LS-RD25 LS-SQ25

Voltage 12V DC

Wattage 1W

Color Temp Warm White 3000K

# of LEDs 1 LED

CRI 90

Lumens 118

Wire Length 12” (30cm) waterproof

NEW LED STEP LIGHT

CRI
HIGH

AVAILABLE FINISHES

DIMENSIONS

FEATURES

APPLICATIONS

Step | Path | Plinth | Hallway

•  For indoor and outdoor wet applications
•  Snap in springs
•  Simple to install 
•  3-year warranty

ORDERING GUIDE

Trim Style Wattage Finish Color Temp

LS - - 1W - - 3K

RD25 : Round 1W : 1 watt SN : Satin Nickel 3K : 3000K

SQ25 : Square MB : Matte Black

WT : White

IP65
DIMMABLE

Satin  
Nickel

Matte 
Black

White

2“ (50mm)

2“ 
(50mm)

2“ 
(50mm)

Cutout
Ø11/2” (38mm)

13/16“ 
(20mm)

13/8“ (34.6mm)

13/16“ 
(20mm)

13/8“ (34.6mm)

Cutout
Ø11/2” (38mm)
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NEW 1 INCH MINI LED DECK & STEP LIGHT

AVAILABLE FINISHES

Brushed 
Nickel

Black White

FEATURES

Code LS-RD28-1W

Voltage 12V DC

Wattage 1W

Color Temp Warm White 3000K

# of LEDs 1 Power LED

CRI >90

Lumens 70

Wire Length 11” (28cm)

DIMENSIONS

45° Beam

APPLICATIONS
Step | Deck | Cabinet | Display

•  Fully sealed for outdoor use
•  Ultra mini 1” recessed light
•  Pressure fit clips allow for simple installation
•  3-year warranty

IP66
DIMMABLE

11/4” (32mm)

11/8” 
(29mm)

Cutout
Ø1” (25mm)

or Ø7/8” (22mm)

11/16”  (17mm)

Trim Finish

LS - RD28 - RD -

RD : Round 32mm BN : Brushed Nickel

BK : Black

WT : White

ORDERING GUIDE

# of LEDs Color Temp

LS - RD28 - 1W -

1W : 1 watt 3K : 3000K

Light Engine Code : 

Trim Code : 

11/4” (32mm)

11/8” 
(29mm)

Cutout
Ø1” (25mm)

or Ø7/8” (22mm)

11/16”  (17mm)
Light engine and trims sold separately.
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ORDERING GUIDE

Light Engine Code : Trim Codes :

Please note that each part requires an order code.Wattage Color Temp

LS - RD10 - -

2W : 2 watts* 27K : 2700K

4W : 4 watts 3K : 3000K*

4K : 4000K

RGB : Multi-color

RGBW : RGB + White 3K

DTW : 3000K to 1800K

•  For indoor & outdoor use
•  Recess or surface mount installation
•  Reduce cost of inventory, parts stocked 
    individually 
•  3-year warranty

Step | Deck | Landscape

Recessed Window Recessed Scoop Surface Mount Scoop Surface Mount Window

Choose : Color Temperature Choose : Trim Color Choose : Optional  
Scoop Color

Choose : Optional Surface 
Mount Color

23/4” (70mm)
Cutout

Ø21/4” (57mm)

15⁄32” (12mm)

5⁄64” (2mm)

19⁄32” (15mm)

23/4” (70mm)

2W & 4W POWER LED DECK & STEP LIGHT

DIMENSIONS

AVAILABLE FINISHES

FEATURES

Code LS-RD10

Voltage 12V DC

Wattage 2W 4W

Color Temp Warm White 3000K

Warm White 2700K  
Warm White 3000K 

White 4000K  
RGB (4-wire system) 

RGBW (5-wire system) 
Dim to Warm

# of LEDs 1 COB LED

CRI >85

Lumens 320

Wire Length 20” (50cm)

DIMMABLE

Brushed 
Nickel

Black White

APPLICATIONS

++

IP65
IC

RATED

+

Finish Part Code

Brushed Nickel (BN) 
Black (BK)
White (WT)

Trim Ring LS-RD10-TR-XX

Surface Mount LS-RD10-SM-XX

Scoop LS-RD10-SC-XX

XX = Finish 

Light engine and trims sold separately.
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IP67

AVAILABLE FINISHES

NEW MODERN SCREWLESS RECESSED LED STEP LIGHT

DIMENSIONS

31/4” 
(83mm)

53/16” 
(132mm) 411/16” 

(120mm)
11/2”
(38mm)

27/8” 
(73mm)

211/16”
(68mm)

ORDERING GUIDE

Light Engine Color Temp

LS - RT05HV-RH -

RT05HV-RH : 120V 27K : 2700K

3K : 3000K

4K : 4000K

FEATURES

APPLICATIONS

Step | Deck | Path | Hall

•  Fits standard single gang junction box 
•  Dimmable
•  Available trims: Horizontal Recessed
•  Includes LED light engine, gasket and trim
•  5-year warranty

Code RT05HV-RH RT05LV-RH

Voltage 100-120V AC 12V AC/DC

Wattage 2W

Color Temp
Warm White 2700K /  
Warm White 3000K / 

White 4000K
Warm White 2700K

CRI >90

Lumens 185

Fits Standard single gang junction box

Product Trim Style Finish

LS - RT05           - RH -

RH : Recessed BN : Brushed Nickel

BK : Black

WT : White

Light Engine Code : Trim Code :

LS - RT05LV-RH - 27K

RT05LV-RH : 12V 27K : 2700K

DIMMABLE

Brushed 
Nickel

Black White

WET
LOCATION

See page 40 for dimmer

CRI
HIGH

Light engine and trims sold separately.
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Step | Deck | Path | Hall

Trim Style Finish

LS - RT05 - -

SW : Screwless Window BN : Brushed Nickel

SLV : Screwless Louver BK : Black

WT : White

NEW SCREWLESS LED STEP LIGHT

AVAILABLE FINISHES

Brushed 
Nickel

WhiteBlack

DIMENSIONS

FEATURES

ORDERING GUIDE

•  Fits standard single gang junction box 
•  NEW 120V Dimmable
•  12V DC version dims with 12V DC  
    Dimmable driver (Sold separately) 
•  Available trims: Screwless Window and  
   Screwless Horizontal Louver
•  Includes LED light engine, gasket and trim
•  3-year warranty

APPLICATIONS
46/8” (121mm)

27/8”
(73mm)

11/2”
(38mm)

211/16”
(68mm)

51/16" (133mm)

33/8”
(85mm)

Code LS-RT05HV LS-RT05LV

Voltage 100-240V AC 12V DC

Wattage 2W 2.2W

Color Temp Warm White 3000K /
White 4000K

Warm White 3000K /
RGB (4 wire system) /
RGBW (5 wire system)

CRI >90

Lumens 145

Fits Standard single gang junction box

Product Color Temp

LS - RT05HV -

RT05HV : 120V AC 3K : 3000K

4K : 4000K

LS - RT05LV -

RT05LV : 12V DC 3K : 3000K

RGB : Multi-color

RGBW : RGB + White

Light Engine Code : Trim Code :

IP67
DIMMABLE

WET
LOCATION

Light engine and trims sold separately.
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Product Color Temp

LS - RT05HV -

RT05HV : 120V AC 3K : 3000K 4K : 4000K

•  Fits standard single gang junction box 
•  NEW 120V Dimmable
•  12V DC version dims with 12V DC Dimmable 
    driver (Sold separately) 
•  Available trims: Window, Horizontal Louver, 
   Vertical Louver and Scoop
•  Includes LED light engine, gasket and trim
•  Motion sensor option available, contact us for   
   more information
•  3-year warranty

LED STEP LIGHT

AVAILABLE FINISHES

Brushed 
Nickel

WhiteBlack

FEATURES

APPLICATIONS
Step | Deck | Path | Hall

ORDERING GUIDE

DIMENSIONS

Trim Style Finish

LS - RT05 - -

WIN : Window BN : Brushed Nickel

LVR : Louver* BK : Black

VLVR : Vertical Louver WT : White

SC : Scoop BRZ : Bronze*

*Bronze trim only available in horizontal louver

Code LS-RT05HV LS-RT05LV

Voltage 100-240V AC 12V DC

Wattage 2W 2.2W

Color Temp Warm White 3000K /
White 4000K

Warm White 3000K /
RGB (4 wire system) /
RGBW (5 wire system)

CRI >90

Lumens 145

Fits Standard single gang junction box

LS - RT05LV -

RT05LV : 12V DC 3K : 3000K

RGB : Multi-color

RGBW : Multi-color

Light Engine Code : Trim Code :

IP67
DIMMABLE

WET
LOCATION

51/4" (133mm)   

35/16” 
(84mm)

46/8” (121mm)

27/8”
(73mm)

11/2”
(38mm)

211/16”
(68mm)

Light engine and trims sold separately.



lumenstarled.com
© 2021 All rights reserved Lumenstar LED Lighting Inc

67

D
EC

K 
&

 S
TE

P

LED STEP LIGHT

AVAILABLE FINISHES

Brushed 
Nickel

WhiteBlack

FEATURES

APPLICATIONS
Step | Deck | Path | Hall

•  Fits round/octagon junction box
•  NEW 120V Dimmable
•  Available trims: Window and Louver 
•  Includes LED light engine, gasket and trim
•  Wet location rated
•  3-year warranty

DIMENSIONS

ORDERING GUIDE

23/8” 
(60mm)

37/16”
(87mm)

43/4”
(121mm)

3/8” 
(10mm)

Code LS-RD05HV

Voltage 100-240V AC

Wattage 3W

Color Temp Warm White 3000K / Natural White 4000K

CRI >90

Lumens 260

Fits Round/octagon junction box

Trim Style Finish

LS - RD05 - -

WIN : Window BN : Brushed Nickel

LVR : Louver BK : Black

WT : White

Light Engine Code : Trim Code :

Color Temp

LS - RD05HV -

3K : 3000K

4K : 4000K

IP67 WET
LOCATION

DIMMABLE

See page 40 for dimmer

Light engine and trims sold separately.
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LL30 LED PATH LIGHT

61/4” (159mm)

16” 
(406mm)

Voltage 12V AC/DC

Wattage 3W

Color Temp Warm White 2700K

Lumens 320

Wire Length 42" (107cm)

DIMENSIONS

•  Directly wire to 12V AC or DC
•  Powder coated stainless steel housing
•  Includes inground stake
•  Modern design
•  3-year warranty

Path | Architectural |Landscape | Accent

120° Beam
IP65

AVAILABLE FINISHES

Matte Black

FEATURES

APPLICATIONS

Voltage Wattage Color Temp

LS - LL30 - 12 - 3W - 27K

12 : 12 volts 3W : 3 watts 27K : 2700K

ORDERING GUIDE
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4W G4

ORDERING GUIDE

Modern 1
Ø6 x H31/4”

Modern 2 - Wide light output
Ø61/2 x H2”

Voltage 12V AC/DC

Wattage 2W (G4 Bulb) 4W (G4 Bulb)

Color Temp
Warm White 2700K / 
Warm White 3000K /

Cool White 6000K

Warm White 2700K / 
Warm White 3000K

Lumens 220 445

Height 18” (46cm)

Housing Aluminum Powder Coated

CHOOSE CAP OPTIONS

•  Includes top cap, light engine stem, LED and stake
•  Directly wire to 12V AC/DC
•  Powder coated matte black finish
•  3-year warranty

Walkways | Path | Step | Garden

IP67

NEW MODERN LED PATH LIGHT

AVAILABLE FINISHES

Black

FEATURES

APPLICATIONS

Stem Length

LS - Path - 18

18 : 18” (46cm)

Note: Custom stem heights available - MOQ required

Wattage Bulb Color Temp

LS - G4 - - COB -

2W : 2 watt 27K : 2700K*

4W : 4 watts* 3K : 3000K*

6K : 6000K

*4W is only available in 2700K or 3000K color temperatures

G4 Bulb Code : 

Cap Options Code :

2W G4

G4 bulbs, Path Light Stem and Caps sold separately.
Stem Height Code :

Stem Length

LS - Path -

MO1 : Modern 1

MO2 : Modern 2
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•  Integrated COB LED bulb
•  Directly wire to 12V AC/DC
•  Die cast aluminum housing
•  Includes ground stake, LED uplight with 40° lens, extra 
    15° lens and white filter
•  Can be thread to standard round electrical junction 
    box front plate
•  Aluminum wall mount plate available
•  3-year warranty

NEW LED UPLIGHT

AVAILABLE FINISHES

FEATURES

APPLICATIONS

Tree | Landscape | Garden

Matte Black

DIMENSIONS

ORDERING GUIDE

IP67 DIMMABLE15° Beam 40° Beam

Voltage 12V AC/DC

Wattage 3W 6W

Color Temp Warm White 2700K Warm White 2700K / 
Warm White 3000K

Lumens 255 485

CRI >85

Wire Length 38" (90cm)

Custom color temperatures available: Warm White 3000K, 
White 4000K & White 5000K

4” (102mm)

2” (50mm)

4” (102mm)

2” (50mm)

INCLUDES 40° LED + EXTRA 15° LENS

40° Floodlight

15° Spotlight

Wattage Color Temp

LS - SGUL - -

3W : 3 watt* 27K : 2700K*

6W : 6 watt 3K : 3000K

*2700K only available in 3W

Product

LS - SGUL - WM

WM : Wall Mount

Uplight Code : Wall Mount Plate Code (Optional) :
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Wattage Color Temp

LS - MR16 - W - -

5W : 5 watt* 27K : 2700K*

7W : 7 watt 3K : 3000K

*5W available only in Warm White 2700K.

Product

LS - SGUL - MR

MR : Light Housing

MR16 Bulb Code : 

ORDERING GUIDE

LED UPLIGHT

DIMENSIONS•  Fully replaceable MR16 LED light engine
•  Directly wire to 12V AC/DC
•  Die cast aluminum
•  Includes ground stake, LED uplight and MR16 bulb
•  Can be thread to standard round electrical   
    junction box front plate
•  Aluminum wall mount plate available
•  3-year warranty

Landscape | Garden | Architectural | Accent

AVAILABLE FINISHES

FEATURES

APPLICATIONS

Voltage 12-24V AC/DC (includes MR16)

Wattage 5W 7W

Color Temp Warm White 2700K Warm White 2700K / 
Warm White 3000K

Lumens 550 800

CRI >90

Wire Length 26" (66cm)
Matte Black

RoHS
Compliant IP65

DIMMABLE

63/4” (171mm)

23/8” (60mm)

4” (102mm)

2” (50mm)

Uplight Code :

Wall Mount Plate Code (Optional) :

Product

LS - SGUL - WM

WM : Wall Mount

36° Beam

C USUL® Full specs for MR16 available on page 81

LED Uplight & MR16 Bulb sold separately.
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Code LS-RD30-3K

Voltage 12V DC

Wattage 0.5W

Color Temp Warm White 3000K

# of LEDs 1 LED

CRI >85

Lumens 48

Wire Length 12” (30cm)

NEW DeckSTAR LED LIGHT

CRI
HIGH

HOUSING

DIMENSIONS

FEATURES

APPLICATIONS
Step | Deck | Plinth

•  For indoor and outdoor wet applications
•  Trimless flush mount
•  Trimless recessed installation
•  PC housing
•  3-year warranty

IP67
DIMMABLE

White

11/16” (18mm)

1” (25mm)

Hole cutout size: Ø1 x H3/4” (Ø25 x H19mm) 
                               Drill hole with stopper
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Code LS-RD40-3K

Voltage 12V DC

Wattage 0.5W

Color Temp Warm White 3000K

# of LEDs 1 LED

CRI >85

Lumens 48

Wire Length 12” (30cm)

NEW ConcreteSTAR LED LIGHT

CRI
HIGH

HOUSING

DIMENSIONS

FEATURES

APPLICATIONS
Step | Deck | Plinth

•  For indoor and outdoor wet applications
•  Low profile recessed light
•  Recessed installation
•  Fits standard Schedule 40 1” PVC Pipe
•  Frosted PC housing
•  3-year warranty

IP67
DIMMABLE

White

3/4”
(19mm)

13/8”  (35mm)
Cutout

Ø1” (25mm)

INSTALLATION
When installing via concrete, please use standard Schedule 
40 1” PVC pipe.
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3W LED INGROUND LIGHT

Code LS-RD13-3W-XX

Voltage 12V DC

Wattage 3W

# of LEDs 1 COB LED

Color Temp Warm White 3000K / White 5000K /  
RGBW (5-wire system)*

CRI >90

Lumens 275

Wire Length 371/2” (95cm)

Brushed 
Stainless Steel

DIMENSIONS

45° Beam
(for 3000K & 
5000K only)

500
MAX 500kg

IP67

FEATURES

APPLICATIONS

AVAILABLE FINISHES

DIMMABLE

*Note: RGBW uses a frosted lens

INSTALLATION

120° Beam
(for RGBW only)

•  Fully sealed for outdoor use
•  Walk on & Drive on capable for cars and light trucks
•  Spring clips to allow simple pressure fit installation
•  Stainless Steel housing

Step | Inground | Deck | Landscape | Feature Wall

•  Concrete : Can be mounted into standard PVC using 11/2”  
    PVC coupler or Class 200 11/2” PVC pipe.
•  Wood / Stone : Cored into 13/4” hole.
•  Dirt : Order inground PVC sleeve or use Class 200 11/2”  
   PVC pipe.

Matte Black

H51/2” 

(H140mm)

Ø19/16 x H13/16” 
(Ø40 x H30mm)

H3/8” 
(10mm)

Ø27/16”  (62mm)

Ø23/16”  (55mm)

Cutout
Ø13/4” (44mm)

H51/2” 

(H140mm)

Ø19/16 x H13/16” 
(Ø40 x H30mm)

H3/8” 
(10mm)

Ø27/16”  (62mm)

Ø23/16”  (55mm)

Cutout
Ø13/4” (44mm)
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Wattage Color Temp

LS - RD13 - 3W -

3W : 3 watt 3K : 3000K   (45° Beam)

5K : 5000K   (45° Beam)

RGBW : RGB + White   
(120° Beam with Frosted Lens)

Trim Style Finish

LS- RD13 - -

RD : Round BSS : Brushed Stainless Steel

SQ : Square MB : Matte Black    

SC : Scoop

1WY : 1 Way*

2WY : 2 Way*

3WY : 3 Way*

 *Includes wide optic light spreading lens

Note: Custom finishes available: Matte White, Brushed Bronze

Housing

LS - RD13 - IGH

IGH : Inground

Step #1 : Select LED Light Source Step #2 : Select a Trim Style + Finish

Choose from a variety of light engines and trims to create a customized fixture for any application.

Step #3 (Optional) : Select Housing

RD13 ORDERING GUIDE

1WY 2WY 3WY

3000K / 5000K RGBW

RD SQ SC
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FEATURES

APPLICATIONS
Landscape | Garden | Architectural | Accent

ORDERING GUIDE

Uplight Code LS-IGUL-MR

Voltage 12-24V AC/DC

Wattage 5W 7W

Color Temp Warm White 2700K Warm White 2700K / 
Warm White 3000K

CRI >90

Lumens 550 800

Dimensions Ø4 x H53/8”  (Ø102 x H137mm)

Hole Cutout Ø35/8” (92mm)

Wire Length 20” (51cm)

RoHS
Compliant IP65

C USUL®

DIMMABLE

COB LED INGROUND LIGHT

AVAILABLE FINISHES

Black

•  Includes outdoor rated LED MR16 light engine  
    and rough in housing
•  Directly wire to 12V AC/DC
•  Die cast brass powder coated black finish
•  10° internal swivel tilt to direct light as needed
•  3-year warranty

40° Beam

Trim Style

LS - IGUL -

ST : Shade

FT : Flat

Wattage Color Temp

LS - MR16 - W - -

5W : 5 watt* 27K : 2700K*

7W : 7 watt 3K : 3000K

MR16 Bulb Code :

Trim Code:

Flat Trim

Shade Trim

LED Uplight & MR16 Bulb sold separately.

*5W available only in Warm White 2700K.
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•  Stainless steel 316 housing
•  Includes stainless steel plate with 3000K light engine,  
    black trim and 2700K lens
•  Brushed Chrome trim (LS-HS-TR-BC) available  
    separately
•  Directly wire to 12V AC/DC
•  Durable - Outdoor rated
•  +50,000 hour life span
•  3-year warranty

Code LS-HS-2W-BK-3K

Voltage 12V AC/DC

Wattage 2W

Color Temp Warm White 3000K (+2700K lens)

CRI >85

Lumens 190

Wire Length 60” (152cm)

Includes
Stainless steel plate with light engine, black 
trim and 2700K lens

Includes an optional lens

Snap on the lens for an easy color temperature change. 
From Warm White 3000K to Warm White 2700K. 

Brushed 
Chrome

7” (178mm)
3” (76mm )

1” (25mm)

LED Hardscape Lighting

Black
Included

FEATURES

APPLICATIONS

DIMENSIONS

AVAILABLE FINISHES

LED HARDSCAPE LIGHT

DIMMABLE

*Dimmable using Dimmable LED driver or with 12V DC PWM Dimmer  
(Contact us for further inquiries)

*

Hardscape | Landscape | Path | Retaining Wall

IP67
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IP68
40° Beam

•  Stainless steel housing
•  Tempered convex glass
•  Safe low voltage operation
•  Anti-corrosion fixture
•  Working Temperature: -25°C~+40°C 
•  Includes replaceable LED MR16

ORDERING GUIDE  

OUTDOOR LED LIGHTS

RGB UNDERWATER LIGHT

24V WALK-ON INGROUND BRICK LIGHT

WATERPROOF LED SPOTLIGHT

Code LS-UW-MR (Spotlight Housing)
LS-MR16-W-XX (MR16 Bulb)

Voltage 12-24V DC

# of LEDs 6 Samsung LEDs

Wattage 5W (MR16 Bulb) 7W (MR16 Bulb)

Color Temp Warm White 2700K Warm White 2700K /  
Warm White 3000K

Lumens 550 800

Dimensions D37/8 x H53/4” (D100 x H146mm)

Wire Length 5M (16.5’)

LED Spotlight & MR16 Bulb require separate order codes.

Wattage Color Temp Code

5W 2700K (27K) LS-MR16-5W-27K

7W
2700K (27K) LS-MR16-7W-27K

3000K (3K) LS-MR16-7W-3K

Code LS-UW-RGB

Voltage 24V DC

# of LEDs 3 x 3W RGB LEDs (3 in 1)

Wattage 9W

Color Temp RGB (color changing, control required)

Lumens 770

Dimensions D33/4” (D95mm)

•  Stocked in 4x8” standard brick size
•  Stainless steel housing with tempered glass
•  Operation: On/Off, DMX512
•  Working Temperature: -30°C~+65°C

Code LS-24-IGBL-A-3K

Voltage 24V DC

Wattage 2.6W

Color Temp Warm White 3000K

Lumens 260

Dimensions L77/8 x W315/16 x H23/16”  
(L200 x W100 x H55mm)

 
Custom color temperatures require MOQ: Red, Green, Blue, or RGB (color 
changing)

IP67
120° Beam

IP68
25° Beam

•  316 Stainless steel housing
•  Tempered convex glass
•  Can choose any RGB color using control on page 42
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•  Damp location rated
•  Cold forged aluminum heat sink
•  Emits no UV - will not fade colors
•  Replaces MR16 50W halogens
•  +40,000 hours
•  3-year warranty

OUTDOOR RATED MR16 LED SPOTLIGHTS

C USUL®

Ø1” (50mm)

2”
(50mm)

Code LS-MR16-W-5W LS-MR16-W-7W

Voltage 12-24V AC/DC

Wattage 5W 7W

# of LEDs 6 Samsung LEDs

Base GU5.3

Color Temp Warm White 2700K Warm White 2700K / 
Warm White 3000K / 

CRI >90

Lumens 550 800

36° Beam

FEATURES

APPLICATIONS

ORDERING GUIDE

HOUSING

Black

DIMENSIONS

Track | Recessed | Downlighting | Spot lighting

Wattage Color Temp

LS - MR16 - W - -

5W : 5 watt* 27K : 2700K*

7W : 7 watt 3K : 3000K

DIMMABLE

* 5W only available in 2700K
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Code LS-RGB-CB

Voltage 100V-240V AC

Wattage 40W

# of LEDs 36 High Power RGB LEDs  
(12 Red, 12 Green, 12 Blue)

Color Temp RGB*

Lumens 2200

Housing Aluminum Alloy

Working Temp -30°C~+50°C

Rotation Angle 150°(Vertical)

Dimensions
L131/8 x W515/16 x H81/4”  
(L330 x W150 x H210mm)

Plug/Connector 120V Lead: 56” (142cm)
Output Connector: 20” (51cm)

Includes
DMX outdoor rated cable input and 
output, 120V wire lead + waterproof 
connectors

* Custom color temperature available in WW  + WH

45° Beam
IP 65

WET
LOCATION

Code LS-PAR64-RGB

Voltage 100-240V  AC

Wattage 40W

# of LEDs 36 High Power RGB LEDs

Color Temp RGB or White

Lumens 2200

Housing
Die-cast aluminum housing with 
tempered glass

Working Temp -30°C~+50°C

Rotation Angle 180°

Dimensions
L81/8 x W71/4 x H77/8”  
(L206 x W184 x H200mm)

Plug/Connector 120V lead: 56” (142cm)
Output Connector: 20” (51cm)

Includes
DMX outdoor rated cable input 
and output + 120V wire lead  + 
waterproof connectors

* Custom color temperature available in WW  + WH

IP 65
30° Beam

•  Can be operated in one of three ways:  
   1) Internal (standalone) 
   2) DMX Mode 
   3) Daisy Chain (max. 10 units)
•  3-year warranty

DMX fixtures offers users ultimate control in customizing their lighting experience to enhance the environment.

Applications: Architectural | Stage | Landscape | Accent

RGB DMX FIXTURES

RGB LED PAR64 SPOTLIGHT

•  Indoor / Outdoor use
•  Super bright waterproof RGB LED Color Blaster
•  Can be operated in one of three ways:  
   1) Onboard Control (standalone) 
   2) DMX Mode 
   3) Daisy Chain (using master and slave setup,  
       max. 10 units)
•  3-year warranty

RGB LED COLOR BLASTER
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Plug 
LS-NA-Plug 

5M (16.4’) Extension 
Cable

LS-5M-DMX-EXT

30M (100’) Extension 
Cable

LS-30M-DMX-EXT

•  Indoor / Outdoor use
•  Super bright waterproof RGB LED Wall Washer
•  Can be operated in one of three ways:  
   1) Onboard Control (standalone) 
   2) DMX Mode 
   3) Daisy Chain (using master and slave setup,  
       max. 10 units)
•  3-year warranty

RGB LED WALL WASHER

Code LS-WW-RGB-22 LS-WW-RGB-44

Voltage 100V-240V AC

Wattage 20W 40W

# of LEDs 18 LEDs 36 LEDs

Color Temp RGB

Lumens 850 1700

Housing Aluminum Alloy

Working Temp -30°C~+50°C

Rotation Angle 180°

Dimensions
L22 or L441/8 x W23/4”

(L580 or L 1120 x W70mm)

Plug/Connector 120V lead: 56” (142cm)
Output Connector: 16” (41cm)

Includes DMX outdoor rated cable input and output 
+ 120V wire lead + waterproof connectors

 * Custom color temperature available in cool white

45° Beam
IP 65

WET
LOCATION

ACCESSORIES

DMX WIreless Controller 
LS-DMX-WC-RGBW

Page 45 

DMX Controller
LS-RGB-DMX-W2

Page 44
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COMMERCIAL GRADE OUTDOOR LED STRING LIGHTS

Length 50ft 100ft

# of Sockets 24 48

Wattage Max. 600W Max. 1200W

Voltage 120V AC

Base E26 medium base

Socket Spacing 24”

Cord Length 48” with plug

Wire Gauge 14/2

Black

FEATURES

APPLICATIONS

HOUSING

E26 BASE DECORATIVE LED BULBS

Clear S14 
120V AC, 1.4W
LS-E26-S14-CLR

Frosted S14 
120V AC, 1.4W
LS-E26-S14-FST

Dimmable Filament S14 
120V AC, 1.4W 
LS-E26-S14-FIL 

Clear S11 
120V AC, 1.4W
LS-E26-S11-CLR 

Frosted S11 
120V AC, 1.4W
LS-E26-S11-FST

Restaurant Patio’s | Backyards | Special Events

•  For indoor and outdoor wet location use

•  Suspended or Non-Suspended options

•  E26 base sockets

•  PVC sockets form a tight weatherproof seal

    around the bulb

•  Can be used for any commercial application

•  50ft lengths can be plugged together,  

    100ft cannot be plugged together

•  Aircraft cable available for stability on longer distances

WET
LOCATION
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85mm

47mm 40mm

85mm

47mm 40mm

 

55mm

55mm

 

55mm

55mm

SUSPENDED SOCKETS MEDIUM E26 BASE

NON-SUSPENDED SOCKETS MEDIUM E26 BASE

Sockets/Length

LS - S -

24-50’ : 24 sockets, 50ft

48-100’ : 48 sockets, 100ft

Sockets/Length

LS - NS - 

24-50’ : 24 sockets, 50ft

48-100’ : 48 sockets, 100ft

2ft

2ft

AIRCRAFT CABLE

Product Length

LS - ACC -

*ft : Custom length

85mm

47mm 40mm
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LED FILAMENTS + DECORATIVE BULBS

Code LS-E12-3.5W-27K

Base E12 candelabra

Voltage 110-130V AC

Wattage 3.5W

Color Temp Warm White 2700K

Lumens 365

CHANDELIER LED FILAMENT BULB

VINTAGE ST19 LED FILAMENT BULB

G9 LED BULB

Code LS-E26-FIL-22K

Base E26 medium

Voltage 110-130V AC

Wattage 5W

Color Temp Warm White 2200K

Lumens 525

Code LS-G9-4W-XX LS-E12-4W-3K

Base G9 E12

Voltage 100-240V AC

Wattage 4W

Color Temp
Warm White 3000K / 
Natural White 4000K 
/ Cool White 6000K

Warm White 3000K

Lumens 410

xx = Color Temp

Applications for theatre lighting, signage, marquee, casino, festival and string lighting.

LM79IP65

C USUL®

Clear
Non-dimmable

LS-E26-S14-CLR-27K

Frosted
Dimmable

LS-E26-S14-FST-27K

Filament
Dimmable

LS-E26-S14-FIL-27K

C USUL®

WET
LOCATION

DIMMABLE

DIMMABLE

DIMMABLE

S14 LED BULBS
Code LS-E26-S14

Base E26 medium

Voltage 120V AC

Wattage 1.4W

Color Temp Warm White 2700K

Lumens 200

Glass Clear / Frosted / Filament

Review spec sheet for full ordering codes.

G9 Base E12 Base
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S6 LED BULB

G8 LED BULBS

Code LS-E12-S6-28K

Base E12 Candelabra base

Voltage 110-130V AC

Wattage 5W

Color Temp Warm White 2200K

Lumens 525

Code LS-E12-G8

Base E12 candelabra

Voltage 100-240V AC

Wattage 4W

Color Temp Warm White 2800K

Glass Clear / Frosted

E26 Clear
Non-dimmable

LS-E26-S11-CLR-28K

E26 Frosted
Dimmable

LS-E26-S11-FST-28K

E12 Clear
Non-dimmable

LS-E12-S11-CLR-28K

S11 LED BULBS
Code LS-E26-S11 LS-E12-S11

Base E26 medium E12 candelabra

Voltage 120V AC

Wattage 1W

Color Temp Warm White 2800K

Lumens 81

Glass Clear / Frosted

Review spec sheet for full ordering codes.

E12 Frosted
Non-dimmable

LS-E12-S11-FST-28K

Frosted
LS-E12-G8-FST-28K

Clear
LS-E12-G8-CLR-28K

Review spec sheet for full ordering codes.

IP65

SIGNAGE SOCKETS FOR DECORATIVE LED BULBS

E26 Phenolic Socket E26 Porcelain Socket E12 Socket

LS-E26-SKT LS-E26-SKT-C LS-E12-SS2

120V AC, 660W, E26 medium base
Ø1.38” (Ø35mm) cutout size

120V AC, 660W, E26 medium base
Ø1.25” (Ø30mm) cutout size

120V AC, 660W, E12 candelabra base
Ø1.25” (Ø30mm) cutout size

Installation: Lay wire through back 
socket and twist to make connections

Installation: Front threads to back Installation: Lay wire through back 
socket and twist to make connections

IP65

IP65
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C USUL
®

120° Beam

Code LS-8.5W-RD

Voltage 12V DC (constant voltage)

Diameter 4” (102mm)

Wattage 8.5W

Color Temp Warm White 3000K / White 4500K

CRI >85

Lumens 520

Cutout 41/4” (108mm)

DIMMABLE

See pages 67-70 for dimmable power supplies.

120V THIN RECESSED LED PANELS

IC RATED LED DOWNLIGHTS

For recessed, office, kitchen and hallway applications, install directly into dry wall with spring clips. 
3-years warranty.

Code LS-3GDL-3K

Voltage 120V

Wattage 8W

# of LEDs 1 COB LED

Color Temp Warm White 3000K

CRI >85

Lumens 775

Cutout Size 23/4” (70mm)

IC
RATED WET

LOCATION
DIMMABLE

Code LS-LD4-9W-CCT LS-LD6-14W-CCT

Voltage 120V

Diameter 4” (102mm) 6” (152mm)

Wattage 9W 14W

Color Temp Can choose CCT on site  
from 3000K, 4000K or 5000K

CRI >85

Lumens 600 1000

Cutout 41/4” (108mm) 61/4” (159mm)

3 INCH LED GIMBAL LIGHT

120° Beam

45° Beam

IC
RATED DAMP

LOCATION
DIMMABLE

Review spec sheet for full ordering codes.

12V THIN RECESSED LED PANELS

IC
RATED DAMP

LOCATION Review spec sheet for full ordering codes.
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27/32” (21.5mm) 

31/2” (89mm)

1/8” (3mm)

Cutout
Ø23/4” (70mm)

27/32” (21.5mm) 

327/64” (87mm)

1/8” (3mm)

Cutout
Ø23/4” (70mm)

ORDERING GUIDE

DIMENSIONS

Round Swivel Trim:

Square Swivel Trim:

SWIVEL TRIMS WITH LED LIGHT SOURCE OPTIONS

AVAILABLE FINISHES

Brushed 
Nickel

WhiteBlack

FEATURES

•  Swivel trims are paired with MR16
•  Pressure fit clips for easy installation
•  Available trims: Square and Round
•  Brushed or painted die cast metal
•  Each fixture includes MR16 socket

Wattage Color Temp

LS - MR16 - 7W -

7W : 7 watts 27K : 2700K

3K : 3000K

5K : 5000K

Include MR16 Socket

Product Finish

LS - -

SQS : Square Swivel BN : Brushed Nickel

RDS : Round Swivel BK : Black

WT : White

Light Engine Code : 

Trim Code :

7W, 12V AC/DC
40° Beam Degree, CRI 90

DIMMABLE

C USUL
®
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RV & YACHT LED BULBS

BAYONET BASE

G4 BIPIN BASE

T10 WEDGE BASE

MR11 BASE

Voltage 10-30V AC

# of LEDs 18 LEDs

Lumens 180

LS-BA15S-18-3K (3000K) | LS-BA15S-18-6K (6000K)
LS-BA15D-18-3K (3000K) | LS-BA15D-18-6K (6000K)

Single (Ba15S) or Double (Ba15D) Base, 3W | L45 x W18mm

LS-1383-BA15S-3K (3000K Warm White)

15 LEDs, 3W | L45 x W18mm

18 LEDs, 3W | L39 x W18mm 1 LED, 2W | W110 x L39mm

18 LEDs, 3W | L43 x W18mm 1 LED, 2W | W110 x L39mm

9 LEDs, 1.5W | L35 x W34mm

LS-G4-18-3K (3000K Warm White)
LS-G4-18-6K (6000K Cool White)

LS-G4-2W-COB-3K (3000K Warm White)
LS-G4-2W- COB-6K (6000K Cool White)

LS-T10-18-3K (3000K Warm White)
LS-T10-18-6K (6000K Cool White)

LS-T10-COB-27K (2700K Warm White)
LS-T10-COB-3K (3000K Warm White)
LS-T10-COB-6K (6000K Cool White)

LS-MR11-9-3K (3000K Warm White)
LS-MR11-9-6K (6000K Cool White)

G4 SOCKET

LS-G4-Socket 
15cm (6”) wire lead

LS-BA15S-SMD-3K (3000K)
LS-BA15D-SMD-3K (3000K)

Voltage 12V AC/DC

# of LEDs 15 LEDs

Lumens 225

Single (Ba15S) or Double (Ba15D) Base, 2.2W |  
L52 x W15mm

Voltage 10-30V AC

# of LEDs 48

Lumens 240-260

Voltage 10-30V AC

# of LEDs 18 LEDs

Lumens 275

Voltage 10-30V AC

# of LEDs 18 LEDs

Lumens 255

Voltage 10-30V DC

# of LEDs 9 LEDs

Lumens 110

Voltage 12V AC/DC

# of LEDs 1 LED

Lumens 220

Voltage 12V AC/DC

# of LEDs 1 LED

Lumens 220



lumenstarled.com
© 2021 All rights reserved Lumenstar LED Lighting Inc

89

RV
 &

 Y
A

C
H

T

Code LS-CONV-12AC-12DC-36W

Input Voltage 10-28V AC or 15-40V DC

Output Voltage 12V DC, 3 AMPS

Wattage 36W Max Load 

Dimensions L21/2 x W11/4 x H3/4" 
(L63.5 x W32 x H19mm)

Wire Leads 5” (127mm)

Code LS-CONV-24DC-12DC-36W

Input Voltage 15-40V DC

Output Voltage 12V DC, 3 AMPS

Wattage 36W Max Load 

Dimensions L21/2 x W11/4 x H3/4” 
(L63.5 x W32 x H19mm)

Wire Leads 5” (127mm)

Notes: 12V AC-DC Buck Converter

IP65

CONVERTERS

LOW VOLTAGE A19 LED BULB

•  Directly wire to low voltage system
•  Unique design create even illumination
•  3-year warranty

360° Spread

Notes: 12V AC-DC Buck Converter

Code LS-LVA19-9W-3K

Base E26 medium

Voltage 10-30V DC

Wattage 9W

Color Temp Warm White 3000K

Lumens  810

Housing Thermal Resistant PC

Replaces +60W incandescent

Dimensions Ø29/16 x H449/64” (Ø65 x H121mm)

IP65

12V AC TO DC CONVERTER
Switching 12V AC, common for outdoor lighting to a 12V DC Output

24V DC TO 12V DC CONVERTER
Switching 24V or 32V DC Batteries common on Yachts and Off Grid homes to a 12V DC Output
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C USUL
®

APPLICATIONS

Cabinets | Drawers | Closets | Cupboards

ACCESSORIES

Code LS-MAG-SW

Input Voltage 12-24V DC

Wattage 10W MAX @ 12V DC

Housing PC

Dimensions L21/2 x W11/4 x 1/4”
(L64 x W32 x 6mm)

Type Normal Open (NO)

MAGNETIC ON/OFF SWITCH

PIR MOTION SENSOR SWITCH CONTROLLER
With Timer: Control from 1-10 minutes

RECESSED PIR MOTION SENSOR
10’ Radius to activate

Code LS-MS

Input Voltage 12-24V DC

Output Power 12V: 96W, 24V: 192W 

Output Current Max. < 8A 

Housing PC

Dimensions L31/2 x W221/64 x H13/8”
(L89 x W59 x H35mm)APPLICATIONS

Room occupancy switch | Energy Conservation

APPLICATIONS

Cabinets | Drawers | Closets

APPLICATIONS

Cabinets | Drawers | Closets

RECESSED ON/OFF SWITCH
Touch or motion hand 0.6” in front to turn on or off

Code LS-MS-PIR

Input Voltage 12-24V DC

Output Power 12V: 30W, 24V: 60W

Output Current 1x2.5A/Channel

Working Temp -24°C~60°C (-10°F~140°F)

Hole Cutout 15/32 to 1/2” (11 to 12.8mm)

Dimensions L31/2 x W221/64 x H13/8”
(L89 x W59 x H35mm)

Wire Size 2 Wire (+/-) 22AWG

Code LS-SNS-SW

Input Voltage 12-24V DC

Output Power 12V: 30W, 24V: 60W

Output Current 1x2.5A/Channel

Working Temp -24°C~60°C (-10°F~140°F)

Hole Cutout 15/32 to 1/2” (11 to 12.8mm)

Dimensions L137/64 x W53/64 H7/16”
(L40 x W21 x H11mm)

Wire Size 2 Wire (+/-) 22AWG
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Coaxial Barrel Connectors

Waterproof Junction Box

GU24 to E26 Socket E26 Extended Wire with Plug

Snap Connectors Junction Block Waterproof Marrets

Waterproof Connectors

MR16 / MR11 / G4
Base Socket

Desk Lamp3M Tape - 50M Roll

Outdoor Wire Custom Coaxial SplitterIndoor Wire 

Wire with Switch

ACCESSORIES FOR LED & CUSTOM SETS

With over 10 years of experience in custom lighting, Lumenstar can help you build your specific lighting set. We have 
access to many different types of accessories, including some below in stock. 

If you don't see what you're looking for, please let us know and we will do our best to help you find it. 

LS-F-Coax

LS-SNC-2

LS-SNC-3
LS-SNC-5LS-M-Coax

LS-Block-Conn LS-Gel-Marr

LS-120V-Switch

LS-WIRE-18-2

LS-RGB-WIRE-18-4

LS-LV-Switch LS-GU24-SKT LS-E26-EXT

LS-OW-18-2

LS-RGB-OW-18-4

LS-WPC-3LS-Coaxial-Splitter

LS-Dlamp2LS-JB3 LS-3M-Tape
LS-G4-Socket
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