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Project:

LED LIGHTING

Date:

Notes:

Output Voltage 12V DC 24V DC

Output Power Max. 264W Max. 320W

Amperage 22A 13A

Input Voltage 100-277V AC

Input Frequency 50/60Hz

Housing Aluminum, fully potted

Working Temp -40°C~+90°C

Input Wire Length 28cm (11")

Output Wire Length 30cm (12")

Warranty 3-year

Wattage/Voltage Options
• 264W (12V)
• 320W (24V)

OUTDOOR LED POWER SUPPLY

The Outdoor driver features universal 100-277V AC power 
input with 50/60Hz and IP67 rating.

Features
• Outdoor and wet location rated
• Constant current and constant voltage driver
• Protections : Short circuit and overload
• Built in PFC
• Surface mountable
• Hardwire install

Ordering Codes

Dimensions

815/16” (227mm)

35/8”
(92mm)

17/8”
(47mm)

IP67

Voltage Wattage Product

264W Constant Voltage LS - 12V - 264W - O - CV

12V : 12 volts 264W : 264 watts O - CV : Outdoor Constant Voltage Driver

320W Constant Voltage LS - 24V - 320W - O - CV

24V : 24 volts 320W : 320 watts O - CV : Outdoor Constant Voltage Driver


