
#108 - 1500 Hartley Ave, Coquitlam B.C. V3K 7A1  | 604.484.9394  | 1.866.852.7857 | lumenstarled.com© 2020 All rights reserved Lumenstar LED Lighting Inc

Project:

LED LIGHTING

Date:

Notes:

Output Voltage 12V DC 24V DC

Output Power 150W 300W 150W 300W

Amperage 12.5A 25A 6.25A 12.5A

Input Voltage 100-305V AC

Input Frequency 47/63Hz

Housing Aluminum enclosure

Working Temp -40°C~+70°C

Warranty 3-year

Wattage/Voltage Options

Variety of triac dimmable LED power supplies, suitable for 
outdoor and wet locations.

•  150W (12V / 24V)
•  300W (12V / 24V)

HARDWIRE TRIAC DIMMABLE LED 
POWER SUPPLIES

Features
•  Outdoor and wet location rated
•  Triac dimmable 
•  Dimmable on Line Voltage Side (Dimmer available: 
   LS-WD-WT)
•  Dimmable with Triac dimmer, Universal Dimming and  
    most LV Electronic dimmers
•  Protections : Short circuit, over current, over voltage and  
    over temperature
•  Built in PFC
•  Hardwire install (Knockouts on both line and low voltage  
    sides)
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Voltage Wattage Product

Triac Dimmable Driver LS - - -

12V : 12 volt 150DE : 150 watt dimmable CV : Constant Voltage Driver

24V : 24 volt 300DE : 300 watt dimmable

Ordering Codes

Image Code Product Description

LS-WD-WT Dimmer with Switch 120V AC, 60Hz , Single Pole, 150W output
White Switch, dims 10-100%, fades up and down smoothly

Accessories


