LUMENSTAR

LED LIGHTING

LOW VOLTAGE OUTDOOR LIGHTING BUYING GUIDE
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m 12V Dimmable Driver 12V Puck Lights

E 12V Flexible Strip Lighting

STEP LIGHTS

12V Garden Up Lights

{Og;

ﬂ 12V Step Lights

12V Garden Path Lights

RTO5 Traditional

2.2W, 12V DC

145 lumens

_ Standard single gang junction box
Window, Louver, & Scoop Trims

RD12 M2

0.5W, 12V DC ‘
75 lumens h&
?1-1/16 x H1" F
Round, Square, & Scoop Trims =

STRIP LIGHTING

RTO5 Screwless

2.2W, 12V DC

145 lumens

Standard single gang junction box
Screwless Window & Louver Trims

RD28 1in. Mini

0.8W, 12V DC

70 lumens

?11/16 x H1-1/8"

Fits 1" or 7/8" hole cutout

RTO5 Recessed

2W, 12V AC/DC

185 lumens

Standard single gang junction box
Screwless Recessed Trim

RD10

4W, 12V DC

320 lumens

@2-3/4 x H3/4"

Window or Scoop Trims

=L ® 08 CET L § J8 LSFLO-1B-12-60 60LEDS/M | 12V DC | 4.8W/M | 5M (16.4) | 3528 Chips | 50mm cut length | W8 x H1.5mm

{E@-GD-SD 0 [ LSS M LS-FLO-2C-24-60 60 LEDs/M | 24V DC | 4.8W/M | 10M (33) | 2835 Chips | 96mm cut length | W11.5 x H1.5mm

—f AT A TR ATea A LS-FLM-2B-24-120 120 LEDS/M | 24V DC | 14.4W/M | 5M (16.4) | 2835 Chips | 50mm cut length | W10 x H3mm

4 | LS-FLM-6B-24-350 350 LEDs/M | 24V DC | 18W/M | 5M (16.4) | 2110 Chips | 20mm cut length | W10

HARDSCAPE / UPLIGHTS / PATH LIGHTS / INGROUND

RD13 Inground

3W, 12V DC Power LED

275 lumens, 45° / 120° beam
Stainless steel housing
1-1/2" hole cutout

>
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5W /7W Uplight

5W /7W, 12V AC/DC (MR16)
390-550 lumens, 40° beam
26" wire lead

©2-3/8 x H6-3/4"

Path Light

2W / 4W, 12V AC/DC (G4)
220-445 lumens

12" /18" stem height

Two caps available

COB Inground

5W /7W, 12V AC/DC (MR16)
390-550 lumens, 40° beam
20" wire lead

@4 x H5-3/8"

3W /6W Uplight

3W/6W, 12V AC/DC

255-485 lumens, 15°/40° beam
38" wire lead

@2 x H4"

L Path Light

3W, 12V AC/DC

320 lumens

Stainless steel housing
16" stem height

~~

Hardscape

2W, 12V AC/DC

160 lumens

Stainless steel 316 housing
Includes black trim

10W Floodlight

10W, 12V DC COB Chip
500-800 lumens, 160° beam
Optional inground stake
L4-1/2 x W3-7/16 x H 3-3/16"

Waterproof Spotlight
7W, 12V AC/DC (MR16)
550 lumens

Stainless steel housing
©3-7/8 x H5-3/4"
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